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Executive Summary 

LandCorp, along with Cities of Fremantle, Cockburn and Melville are investigating the requirements for a 
future rapid transit network, within the southwest metro area of Perth.  The Southwest Metro Rapid 
Transit Network study aims to achieve the following objectives:  

 Increase the mode share for public transport by providing higher quality and more reliable transit 
services 

 To enhance the network effect by improving the integration of transit services from the study area to 
the wider Perth Metropolitan network 

 To link key activity centres through high quality transit services 

 To provide a catalyst for development.  

 
This report will also be used to inform the draft Public Transport Plan for Perth in 2031 (draft 2031 plan) 
and present a case for BRT/LRT investment within the southwest metro area. 

The study incorporated the following stages in order to reflect a structured approach to planning the rapid 
transit network for the southwest metro area: 

 Identify key activity centres (existing and future) 

 Identify all potential rapid transit corridors 

 Shortlist transit corridors through a rapid appraisal 

 Develop a preferred rapid transit network, from the shortlisted transit corridors 

 Recommend a preferred rapid transit network and mode options for the southwest metro area, based 
upon a patronage forecasting, high level indicative costs and benefits assessment and other 
considerations.  

The Directions 2031 and Beyond state planning policy was used to guide the identification of the existing 
and planned key activity centres within the Southwest Metro study area. Potential rapid transit corridors 
were then identified, with a focus on linking the key activity centres. The potential rapid transit corridors 
were then shortlisted based on an appraisal against the following five guiding principles: 
 
 Linking key activity centres, meeting minimum destination employment and residential thresholds 

(Fatal flaw guiding principle)  

 Minimising impacts to the community and the road network (Fatal flaw guiding principle)  

 Opportunities for rapid transit to catalyse development  

 Increasing the mode share for public transport 

 Enhancing the network effect.  

The shortlisted rapid transit corridors then formed the recommended Southwest Metro Rapid Transit 
Network, as shown in the figure below. This network and the individual corridors were then further 
investigated in terms of forecast patronage and a high level indicative costs and benefits assessment in 
order to assist in developing recommendations for the preferred mode to operate the network.  
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Recommended Southwest Metro Trunk Rapid Transit Network  
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A summary of the key recommendations and supporting data is presented in the below Table. 

Recommendations Summary 
 

Mode Recommendations 

 Rapid Transit Corridor 

 
Fremantle – 

Canning 

Bridge 

Fremantle -

Murdoch 

Cockburn 

Central – 

Cockburn 

Coast 

Murdoch – 

Canning Bridge 

Cockburn 

Coast - 

Murdoch 

Cockburn 

Coast - 

Fremantle 

Recommended 
Mode (2031) 

BRT 
BRT to 

LRT 
BRT BRT BRT 

BRT to 
LRT 

Draft 2031 
transit plan 
proposal 

Future 
Rapid 
Transit 

(post 2031) 

BRT 
(2031) 

BRT 
(2031) 

Half BRT 
(2020/2031) 

No 
BRT/LRT 

BRT 
(2020) 

 
LRT 

potential 
post 2031 

Corridor 
Length 

12.4 11.8 14.6 9.5 14.1 5 

BRT 
boardings/km 

1,357 977 696 1,105 787 1,914 

LRT 
boardings/km 

1,566 1,146 879 1,275 908 2,324 

Employment 
density 
(jobs/km) 

2,146 3,218 610 1,819 1,333 4,301 

Re-
development 
potential 

East and 
west ends 

East and 
west ends 

East and 
west ends 

Around rail 
stations 

East and 
west end 

Along 
entire 

corridor  
 
A summary of the table above has been provided to further discuss the recommendations and key results 
of the Southwest Metro Rapid Transit Network Study: 
 
Recommended mode (2031): 
 
BRT has been recommended on all the corridors forming the Southwest Metro Rapid Transit Network, 
with the Fremantle to Murdoch and Cockburn Coast to Fremantle corridors also recommended for 
incremental staging from BRT to LRT at 2031. The recommendations for incremental staging from BRT to 
LRT on these corridors were formed through consideration for a number of factors, as investigated as 
part of the Southwest Metro Rapid Transit Network Study: 

 High level costs and indicative benefits assessment 

 Patronage forecasting  

 Investigation into the employment potential within rapid transit corridors 

 Opportunities for LRT to catalyse development  

 Accessibility benefits  

It is also recommended that a staged approach to the introduction of BRT on these corridors (as 
recommended in the draft 2031 plan) should be investigated further, in particular for sections that 
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experience significant congestion and where the passenger flow by public transport is higher than that the 
passengers moved by private vehicle.  

The recommendations for each of the southwest metro rapid transit corridors were formed based upon 
the following: 

Fremantle to Canning Bridge: 

This corridor achieved a forecast patronage that warrants the introduction of BRT, combined with the 
direct access that this corridor provides to the Mandurah rail line at the Canning Bridge Station. LRT was 
not recommended on this corridor due to the level of employment opportunities within the corridor, with 
the exception of the Fremantle CBD, which limits the accessibility benefits that could be achieved through 
this mode. 

Fremantle to Murdoch: 

The Fremantle to Murdoch corridor was recommended as an initial BRT with incremental staging to LRT 
at 2031. Due to the level of employment and re-development potential available at the Murdoch Activity 
Centre, substantial accessibility benefits within the study area can be attained. The results of the rapid 
appraisal cost-benefit analysis also provides further support for this recommendation, as this corridor 
ranked within the top three corridors for BRT and LRT.  

Cockburn Central to Cockburn Coast: 

This corridor has been recommended for BRT at 2031, which aligns with the draft 2031 plan 
recommendation. This corridor will provide a strategic connection between Cockburn Coast and 
Cockburn Central, with a range of potential alignment opportunities available to access key activity 
centres, such as Spearwood and the Bibra Lake Industrial area. The preferred alignment on this corridor 
will require further investigation. LRT was not recommended on this corridor due to the lower forecast 
patronage and employment densities, when compared to the other corridors. 

Murdoch to Canning Bridge: 

The Murdoch to Canning Bridge corridor provides a strategic north-south connection to the Booragoon 
bus interchange and has been recommended as BRT for this reason as well as the level of patronage 
forecast on the corridor. LRT was not recommended on this corridor due to the low employment 
accessibility benefits (excepting the Murdoch Activity Centre) that could be achieved through this mode. 
Integration with the Booragoon bus interchange is also a consideration, which supports the 
recommendation of BRT. 

Cockburn Coast to Murdoch: 

The Cockburn Coast to Murdoch corridor was recommended as BRT and provides a second north-south 
connection within the recommended Southwest Metro Rapid Transit Network, linking the Spearwood 
activity centre with Kardinya Park Shopping Centre and further onto Murdoch Activity Centre. LRT was 
not recommended on this corridor due to the lower forecast patronage and employment densities, when 
compared to the other corridors. 

Cockburn Coast to Fremantle: 

The Cockburn Coast to Fremantle corridor was recommended as an initial BRT with incremental staging 
to LRT at 2031, due to the forecast patronage density, level of employment and re-development potential 
available at Cockburn Coast and other locations along this corridor. The results of the rapid appraisal 

Role of public transport in delivering productivity outcomes
Submission 39 - Attachment 1



 

Southwest Metro Rapid Transit Network Study - Recommendations Report 

 

PARSONS BRINCKERHOFF  2136857C-RPT-001C-RD Page viii 
 

cost-benefit analysis also provides further support for this recommendation, as this corridor ranked within 
the top three corridors for BRT and LRT.  

Draft 2031 transit plan proposal 

The draft 2031 public transport plan for Perth (draft 2031 plan) provides a number of rapid transit corridor 
and mode recommendations for the 2020 and 2031 scenarios within the southwest metro study area. As 
shown in the table above, there are some key differences between the recommendations from the draft 
2031 plan and the Southwest Metro Rapid Transit Network Study, including: 

 BRT has been recommended on the Fremantle to Canning Bridge corridor at 2031, as part of this 
study 

 BRT with incremental staging to LRT has been recommended on the Fremantle to Murdoch corridor 

 BRT has been recommended on the entire corridor from Murdoch to Canning Bridge, via Booragoon 

 BRT has been recommended on the Cockburn Coast to Murdoch, via Spearwood corridor 

 BRT with incremental staging to LRT has been recommended on the Cockburn Coast to Fremantle 
corridor 

This report represents a submission to the draft 2031 public transport plan for Perth and provides an 
alternative view to the provision of rapid transit within the Southwest Metro area. One of the objectives of 
the Southwest Metro Rapid Transit Network study was to inform the draft 2031 plan and therefore the 
DOT are encouraged to review and consider the recommendations outlined in this report.  
 
Corridor length 
 
The corridor lengths are represented in the table above and were calculated based upon the modelled 
alignments that were identified as part of the study to guide the patronage forecasting task. It should be 
noted that further investigation is required to determine the preferred alignments for each corridor. 
 
BRT/LRT boardings/Km 
 
The BRT/LRT boardings/km provides an indication of the forecast (2031) patronage density across each 
corridor. These figures provide an indication as to the likely uplift in patronage that may be achieved for 
LRT over BRT. The patronage forecasting results indicate that the Cockburn Coast to Fremantle provides 
the highest patronage density of all the corridors, which can be attributed to the high population and 
employment density within the corridor. 
 
It is recommended that the DOT provide an improved level of direction in the draft 2031 plan in relation to 
the patronage warrants for rapid transit (BRT/LRT), with consideration for patronage density (i.e. 
boardings/km). 
 
Employment density 
 
The employment density provides an indication as to the number of employment positions per kilometre 
along the corridors, to provide further supporting information to the patronage forecasting data also 
provided (i.e. boardings/km). It should be noted that the majority of employment within these corridors is 
concentrated on the eastern and western edges of the southwest metro study in areas, such as 
Fremantle CBD, Murdoch Activity Centre and Cockburn Coast, rather than being uniformly distributed 
across the length of the corridor. This data indicates that the employment concentration is highest in the 
Cockburn Coast to Fremantle and Fremantle to Murdoch corridors, which further supports the rapid 
transit recommendations for these corridors. 
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Re-development potential 
 
A broad assessment was undertaken to investigate the re-development potential within each of the 
recommended rapid transit corridors that could occur as a result of the introduction of rapid transit, in 
particular LRT. This assessment indicated that the majority of corridors only demonstrated re-
development potential on the east and western edges of the corridors at the key activity centres, with 
limited opportunities distributed along the lengths of the corridors. The Cockburn Coast to Fremantle 
corridor was the exception, due to the development potential at the Douro Road shopping precinct and 
Cockburn Coast district centre. This corridor was also significantly shorter than the other corridors and 
covers higher density areas due to its proximity to Fremantle and South Fremantle. 
 
General Recommendations 
 
The recommended rapid transit network for the southwest metro area has been developed to provide a 
foundation to prioritise further detailed investigations to be undertaken along each individual rapid transit 
corridor. It is recognised that more detailed alignment investigations and economics studies are required 
within each of the recommended rapid transit corridors to determine the potential viability for rapid transit 
in the future to increase the public transport mode share and to catalyse development around proposed 
stations.  
 
The draft 2031 plan outlines warrants relating to rapid transit within Perth, however it is also 
recommended that consideration be given to other factors in addition to patronage that can further justify 
investment in rapid transit, including: 

 Improvements to accessibility 

 The influence of rapid transit in catalysing development around stations 

 Cost and benefits analysis. 
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1. Introduction 

LandCorp, along with Cities of Fremantle, Cockburn and Melville are investigating the 
requirements for a future rapid transit network, to achieve the following objectives: 

 Increase the mode share for public transport by providing higher quality and more 
reliable transit services 

 To enhance the network effect by improving the integration of transit services from the 
study area to the wider Perth Metropolitan network 

 To link key activity centres through high quality transit services 

 To provide a catalyst for development.  

 
The Southwest Metro Transit Network study will also be used to inform the draft Public 
Transport Plan for Perth in 2031 (draft 2031 plan) and present a case for BRT/LRT 
investment within the southwest metro area. 

1.1 Methodology 

The project was undertaken in the following stages: 

 Identify key activity centres (existing and future) 

 Identify all potential rapid transit corridors 

 Shortlist transit corridors through a rapid appraisal 

 Develop a preferred rapid transit network, from the shortlisted transit corridors 

 Recommend a preferred rapid transit network and mode options for the southwest 
metro area, based upon a patronage forecasting, high level indicative costs and benefits 
assessment and other considerations.  

In addition to the elements listed in the methodology this report includes: 

 Guiding principles used to assess the initial list of corridor options through a high level 
rapid appraisal 

 Key assumptions 

 Review of the Public Transport for Perth in 2031 draft report  

 Baseline conditions data sourced within the study area, including: demographic, public 
transport and traffic data 
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1.2 Study area 

The study area for the Southwest Metro Rapid Transit Network Study, shown in Figure 1.1 
incorporates the Cities of Fremantle, Melville and Cockburn and extends to the Swan River 
in the North, the Kwinana Freeway/Mandurah rail line in the east, the Indian Ocean in the 
west and the Beeliar Drive corridor between Woodman Point and Cockburn Central Station 
in the south.  

The extents of the study area were agreed to by the TSSG, prior to commencing the study; 
however it should be noted that broad references will be made to rapid transit connections to 
other key activity centres in the vicinity of the southwest metro study area. It should also be 
noted that the Draft 2031 public transport plan for Perth provides recommendations for the 
rapid transit network across the Perth metropolitan network, including the area in the vicinity 
of the southwest metro study area. 

 

Figure 1.1 Southwest Metro transit network study area 
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2. Key activity centres 

 
Table 2.1 shows the centres that have been defined as key activity centres in the State 
Government Directions 2031 policy and have therefore been considered to be an integral 
part of the Southwest Metro Rapid Transit Network Study. The key activity centres within the 
study area are also shown in Figure 1.1. 

It has been recognised that there are a number of other activity centres within and 
surrounding the southwest metro study area that may generate public transport demand, 
however for the focus of this study has been placed upon linking the key activity centres 
defined in the Directions 2031 policy, as outlined in Table 2.1. 

Table 2.1 Key activity centres 

Activity Centre 
Definition (Directions 
2031 Policy) 

Descriptions 

Fremantle 
Strategic Metropolitan 
Centre 

Multi-purpose centres that provide 
a mix of retail, office, community, 
entertainment, residential and 
employment activities and are well 
serviced by high frequency public 
transport 

Cockburn Central 

Secondary Centres 
 

These centres form the next tier of 
the activity centres hierarchy. They 
share similar characteristics with 
strategic metropolitan centres but 
generally serve smaller catchments 
and offer a more limited range of 
activities and employment 
opportunities 
 

Booragoon 

Murdoch Activity Centre Specialised Centre 

These centres provide strong 
specialised roles based around 
major institutions, located within 
the centre (i.e. Murdoch University 
and proposed Fiona Stanley 
Hospital) 

Cockburn Coast 

District Centres 
 

These centres serve a lower order 
of services than the Secondary 
centres and are generally focused 
on servicing the daily and weekly 
needs of residents 
 
 

Phoenix Road Shopping 
Centre 

Canning Bridge 

Kardinya Park Shopping 
Centre 

Melville Plaza  

Riseley Street Shopping 
Precinct 
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Figure 2.1, Figure 2.2 and Figure 2.3 below show examples of three key existing and future 
activity centres within the cities of Fremantle, Melville and Cockburn.  

 
 

Figure 2.1 Fremantle station 
 

 

 
 

Figure 2.2 Proposed Fiona Stanley Hospital - Murdoch 
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Source: http://www.planning.wa.gov.au/656.asp 

 

 
 

Figure 2.3 Future Cockburn Coast 
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3. Transit corridors 

Table 3.1 presents the potential east-west and north-south transit corridors that have been 
identified within the southwest metro study area. These corridors were discussed in the 
project inception meeting with the Transit Study Steering Group (TSSG), held on 
11 July, 2011.  

Table 3.1 Potential transit corridors 

East-West 

No. Name Features Length 

1 Fremantle – Canning Bridge  via Melville Plaza and Booragoon 12.4 km 

2 Fremantle – Bull Creek via Booragoon 11.5 km 

3 Fremantle – Murdoch 
via Kardinya Park S.C and 
Murdoch Ed-Med 

11.8 km 

4 
Cockburn Coast – Roe Highway 
Interchange 

Connecting with the Kwinana 
Freeway Interchange 

~9.0 km 

5 East-west freight corridor Fremantle to Kwinana Freeway ~12 km 

6 
Cockburn Coast – Cockburn 
Central 

via Phoenix Road S.C. 14.6 km 

North-South 

No. Name Features Length 

7 
Kwinana Freeway/Mandurah 
Rail line 

Cockburn Central – Canning 
Bridge 14 km 

8 Murdoch – Canning Bridge 
via Murdoch Ed-Med, Booragoon 
and Riseley St 

9.5 km 

9 Cockburn Coast – Murdoch 
via Kardinya Park S.C and 
Phoenix Road S.C. 

14.1 km 

10 Beeliar – Melville Plaza via Stock Road 11 km 

11 Beeliar - Palmyra via Phoenix Road S.C. 11 km 

12 Cockburn Coast - Fremantle via South Fremantle 5 km 

 
Figure 3.1 shows an example of a transit corridor, demonstrating the higher level of detail in 
comparison to an alignment or running way. 

 

 

Figure 3.1 Example transit corridor 
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3.1 Key study assumptions 

It is assumed that the recommended rapid transit network should: 

 Operate in existing road reserves, as shown in Figure 3.2 below (i.e. in order to 
minimise land acquisition and projects costs). 

 Not impact upon existing road and rail freight routes for safety and operational reasons. 

 Not result in a significant reduction in roadway capacity; however consideration should 
be given to person flow through a corridor, rather than only vehicle flow. 

 Allow for one local bus service change for 95% of residents living within the study area 
to access the higher quality transit network. 

 

 
 
Figure 3.2 Existing transit priority on Hampton Road 
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4. Public Transport Plan for Perth in 2031 
(Draft) 

The draft Public Transport Plan for Perth in 2031 (draft 2031 plan) identifies the proposed 
rapid transit network that is required to support Perth’s growing population and links to and 
between strategic centres in 2031. The preferred public transport mode and the priorities for 
infrastructure investment across the network are also identified within the plan. The public 
transport network for 2031 has been designed to be compatible with a longer-term vision for 
a city of 3.5 million people. 

Summary of Key Points relating to the Southwest Metro Transit Network Study 

The following key points were summarised from the draft 2031 plan and were identified as 
potentially having an impact on the southwest metro study area: 

 Stage 1 rapid transit network (at 2031) - rapid transit corridors have been recommended 
from Fremantle to Murdoch and Fremantle to Rockingham along the Cockburn Coast, 
and Cockburn Coast to Cockburn Central Station. 

 Stage 2 rapid transit network (beyond 2031) - a rapid transit corridor has been 
recommended from Fremantle to Canning Bridge. 

 Most of the new growth corridors can be served by road based services (i.e. Bus Rapid 
Transit), but strategic decisions need to be made to ensure these services have 
substantial priority over general traffic. 

 Major bus interchanges will be upgraded providing faster bus services to transfer 
passengers to rail services. 

 The rapid transit network will need to be expanded by providing priority bus lanes along 
routes that connect major centres and through congested intersections. 

Policy documents 

The following key policy documents were considered as part of developing the draft 2031 
plan: 

 Directions 2031 and Beyond (based on project population of 2.2 Million people by 
2031). 

 Activities Centres State Planning Policy. 

 Transit Oriented Development (TOD) Development Control Policy. 

Light Rail Investment considerations  

The draft 2031 plan highlights the need for light rail proposals to demonstrate how they can: 

 Be consistent with and effectively expanded into a broader network. 

 Ensure a consistent use of technology to maximise operational flexibility and synergies 
across the network.  

 Be subject to detailed master planning and a business case. 

Understanding these considerations is of particular importance in undertaking the Southwest 
Metro Transit Network study, as it provides an indication as to some of the key criteria that 
may be used by the DOT to assess rapid transit network proposals. 
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Network effect 

The draft 2031 plan provides the following summary of the importance associated in 
developing a transit network that focuses on connecting key centres with orbital links, rather 
than primarily focusing on radial travel to the CBD: 

 Public transport is important to Perth, given that it connects centres – not everyone 
wants to travel radially to the CBD, including: 

 University and school students 

 People working at strategic centres 

 People accessing goods and services outside of the Perth CBD. 

 One of the weaknesses of the bus system is that the current focus on CBD travel does 
not support connectivity between the strategic centres identified in the Directions 2031 
and Beyond. 

Figure 4.1 provides an overview of the proposed combined stage 1 and stage 2 rapid transit 
network for Perth, which highlights the large number of orbital links connecting key centres. 
This network provides a visual understanding of the importance in creating a network in that 
it opens up a range of transit opportunities to improve accessibility. 
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Figure 4.1 Draft rapid transit network 
 
 

Passenger expectations 

The draft 2031 plan provides a summary of passenger expectations on the Perth public 
transport network, which highlights the key attributes that passengers value in a transit 
system: 

 Passengers want services that are frequent, on time and affordable. 

 They want to be able to travel quickly to their destination. 

 They want to feel safe and secure. 
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 There are virtually no priority measures to improve the effectiveness of services, 
particularly in the congested peak periods, as a result buses are vulnerable to delays 
caused by road congestion. 

 93% of train passengers are satisfied or very satisfied with services. 

 81% of bus passengers are satisfied or very satisfied (88% in Belmont, 58% in Morley). 

It is likely that these same passenger expectations are representative of passenger 
preferences in the southwest metro study area and therefore any proposed rapid transit 
network should have consideration for them.  

Figure 4.2 shows an example of the ticket machines and information available at Cockburn 
Central station, highlighting the access to clear ticket and emergency information available to 
passengers at the station. 

 

Figure 4.2 Ticket machines at Cockburn Central station 
 

Environmental and social benefits 

The following comments have been made in the draft 2031 plan in relation to the impact of 
private vehicle use and the role that public transport can play in providing environmental and 
social benefits: 

 Transport contributes 14% of Australia’s total greenhouse gas emissions, of which 90% 
is generated by private vehicles. 

 Public transport can offer a range of environmental benefits through improved air quality 
and reduced noise pollution. 
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 Public transport can also promote more active lifestyles, through the use of active 
transport to connect with bus stops and train stations. 

 Greater use of public transport, resulting in reduced car use can have a positive effect 
through a reduction in the costs of road trauma. 

Current public transport statistics 

The following statistics have been summarised from the draft 2031 plan to provide an 
understanding of current trends: 

 330,000 public transport trips are made every weekday. 

 2/3 of public transport trips are for work and education, during the peak periods. 

 Public transport use in Perth has increased by 67% in the past ten years (three times 
the rate of population growth over the same period). 

 76% of public transport trips occurring within 15 kilometres of the Perth CBD. 

 44% of public transport trips are made using rail. 

 56% of all public transport trips are made by the bus network. 

 In area, Perth is one of the largest cities in the world (in terms of area), with its 
elongated shape, Perth metro now extends 120km. 

 Fremantle is the only centre within the southwest metro study area that has over 5,000 
workers. 

 The central area of Perth (including Northbridge, West Perth and East Perth) provides 
nearly 120,000 jobs, representing 18% of all jobs in the Metropolitan area. This statistic 
reflects the need provide a transit network, rather than focusing on a strong radial 
system reliant on the CBD. 

The rate of public transport growth in Perth has been occurring at a rate of three times the 
rate of population growth. It is important for this patronage growth to continue to be captured 
through the provision of a high quality rapid transit network, particularly in areas where it can 
be used as a catalyst for development. 

Future Public Transport Growth  

By 2031 Perth residents are expected to more than double their use of public transport, by 
which time it is expected to account for: 

 One-in-eight of all motorised trips (currently one-in-fourteen). 

 One-in-five motorised trips in the morning peak period (currently one-in-eight). 

 Over 30% of peak hour distance travelled (currently around 20%). 

 Nearly 70% of all trips to the CBD (currently around 47%).  

Travel demand 

The demand for travel in Perth is evaluated using the Strategic Transport Evaluation Model 
(STEM), which has produced the following outputs: 

 Population growth to 2031 will see a 33% increase in personal travel from 5.8 to 7.7 
million trips per day (all modes). 
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 By 2031 it is predicted that Perth’s 2.2 million people will make twice as many trips by 
public transport (760,000) per day than they do now or 120% increase equating to 
3.85% per annum. 

 The longer term vision for 2050 could see a further 59% increase in passenger travel to 
12.25 million trips per day. 

 By 2050 the number of trips by public transport per day could be in the order of 1.5-2.0 
million trips per day. 

 Base case data (2008) indicates that the Canning Highway corridor carries 3,000-
10,000 public transport passengers per day between Fremantle and Riseley Street, 
increasing to 10,000-30,000 between Riseley Street and Canning Bridge Station. 

 Future 2031 modelling indicates that the following transit corridors are expected to carry 
3,000-10,000 passengers per day, highlighting the areas that will need rapid transit 
infrastructure to address this demand for quality public transport infrastructure:  

 Fremantle to Canning Bridge 

 Fremantle to Murdoch 

 Riseley Street/Leach Highway to Bull Creek 

 Cockburn Coast corridor 

 Beeliar Drive.  

This forecast patronage demand provides an indication as to the likely 2031 public transport 
demand within key corridors of the southwest metro study area. Based on warrants for public 
transport as outlined in the draft 2031 plan, these levels of demand are likely to achieve DOT 
thresholds for public transport priority. 

Figure 4.3 shows the 2008 base demand and forecast 2031 patronage demand for corridors 
with patronage greater than 3,000 passengers per day. 
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Figure 4.3 2008 and 2031 scenarios 
 

Public transport warrants 

The draft 2031 plan provides the following summary of the warrants that have been 
developed to guide investment into priority for transit routes within Perth: 

 The warrants for public transport priority on roads will vary depending on the level of 
service and patronage, and impacts on land uses. 

 Queue jump lanes are generally provided on approach to busy signalised intersections 
causing significant delays to buses (daily patronage 3,000 people). 

 Bus lanes are necessary where the speed and reliability of the service is being 
adversely impacted on a regular basis, at intersections and midblock (services along 
these corridors should average 6,000 passengers per day). 

 Where a traffic lane has to be converted into a bus lane, the projected patronage of the 
facility should exceed 1,200 passengers in the peak hour, within five years of opening. 

 Corridors with initial patronage of 10,000 passengers per day (1,500-2,000 passengers 
in the peak hour) may justify a high capacity rapid transit system using articulated buses 
and/or light rail. 

The warrants appear to be unclear in the way in which they should be interpreted and are 
also strongly focused towards achieving patronage thresholds and make no mention for the 
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opportunities that rapid transit infrastructure creates for acting as a catalyst for development. 
Figure 4.4 shows an example of Seattle’s South Lake Union Streetcar, which has undergone 
real estate success over the last eight years, with $2.4 billion of investment occurring within 
three blocks of the line. This example provides a case study for how high quality public 
transport can act as a catalyst for development. 

 

Figure 4.4 Public Transport as a catalyst for development 
 

A review of the combined Stage 1 and Stage 2 draft rapid transit network plan presented in 
the draft 2031 plan provides a level of inconsistency in relation to the LRT warrants also 
outlined in the draft plan. The north-south corridor between Glendalough Station and 
Subiaco Station includes a proposed LRT corridor link in the before 2031 horizon period, 
however the 2031 forecast passenger volumes (sourced from STEM outputs) on this link 
appear to be <3,000 passengers per day. The level of patronage on this link is well below 
the LRT warrants of 10,000 passengers per day, as stated in the draft plan.  

It is however understood that this proposed LRT link will provide relief for passenger 
numbers entering the Perth CBD, by effectively bypassing the need for some passengers to 
access the CBD. This example highlights the importance in considering other factors when 
assessing rapid transit proposals, in addition to patronage forecasts. 

Rapid transit system growth corridors 

The following key points were raised in the draft 2031 plan in relation to the key 
characteristics of a rapid transit system for Perth: 

 The majority of new growth corridors and strategic centres can be served by road based 
services, but strategic decisions need to be made to ensure these services have 
substantial priority over general traffic. 
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 Major roads within the central areas will need to move substantially more people 
acknowledging the fact that public transport can move more passengers per traffic lane 
than cars. 

 Road based transit could be light rail or bus rapid transit, operating within dedicated 
priority on streets with short sections of mixed use running. 

 Passenger travel on the future network will likely be more dependent on transfers 
between local bus services and rapid transit services (35% of public transport journey’s 
use more than one vehicle (bus/bus or bus/train). 

 Transit Oriented Development (TOD) at Stations such as Canning Bridge will lead to 
increased boarding at this station. 

 Routes will be developed to provide a network with priority for transit services, with 
journey times being faster, with fewer more widely spaced stops up to 800m apart. 

 Local bus services will act as feeders to the train and transit network, connecting local 
centres and destinations across the metropolitan area. 

These points highlight the importance associated in the provision of dedicated public 
transport priority for road based transit within the southwest metro study area in order to 
achieve desired outcomes for rapid transit services. It also highlights the need for transfers 
between local bus feeder services and higher quality rapid transit or rail services. 

Strategic centres 

Fremantle, as shown in Figure 4.5 and Murdoch in Figure 4.6 have been highlighted as key 
strategic centres, with the following comments made in the draft 2031 plan: 

 Priority is required south of Douro Road to Rockingham Road. 

 Investigations are underway to look at options between South Street and Fremantle 
Station. “It is likely that services south of Fremantle would be bus rapid transit”. 

 A committed project exists for bus priority west of Murdoch Station through the Main 
Street between Fiona Stanley Hospital and St John of God Hospital into Murdoch 
University. The final part of this project connects the western end of Discovery Drive in 
Murdoch University back to South Street. 
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Figure 4.5 Market Street - Fremantle 
 

 

 

Figure 4.6 Fiona Stanley Hospital under construction  
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Short-term projects 

One of the short-term projects highlighted in the draft 2031 plan included the Canning Bridge 
Station transit interchange, which is at capacity and requires an upgrade to improve bus 
connections and pedestrian access. This project would include introduction of priority lanes 
along Canning Highway between Reynolds Road and Henley Street. This project is needed 
in the next 5 to 10 years. 

Figure 4.7 shows the constraints associated with the existing Canning Bridge station bus 
interchange, in relation to the available capacity for passengers waiting to access bus 
services. 

 

Figure 4.7 Passengers waiting for a bus Canning Bridge station 

 

Transit Plan - Stage 1 Projects 

The following recommendations have been made as part of Stage 1 of the draft 2031 plan:  

 Bus rapid transit (BRT) before 2020 between Cockburn Coast and Fremantle, utilising 
existing bus lanes on Hampton Road. 

 BRT on Canning Highway between Reynolds Road and Canning Bridge station. 

 BRT on South Street between Murdoch Drive and Murdoch. 

The proposed Stage 1 rapid transit network for Perth is presented in Figure 4.8, with the 
Stage 1 rapid transit network for the southwest metro study area highlighted in Figure 4.9. 
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Figure 4.8 Proposed Stage 1 projects – Metropolitan Perth 
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Figure 4.9 Proposed Stage 1 projects – Southwest Metropolitan study area 
 

Transit Plan - Stage 2 Projects 

The following recommendations have been made as part of Stage 2 of the draft 2031 plan:  

 Bus rapid transit at 2020 between Cockburn Central and Fremantle, via Cockburn Coast 
(“this is likely to be a BRT facility in the period leading up to 2031, although a case for 
light rail may be made in the longer term”). 

 BRT before 2031 on South Street between Fremantle and Murdoch. 

 BRT before 2031 on Beeliar Drive between Cockburn Coast and Cockburn Central. 

 Future rapid transit on Canning Highway between Fremantle and Canning Bridge. 

 There are no central north-south rapid transit corridors identified within the southwest 
metro transit network study area. 

The proposed Stage 2 rapid transit network for Perth is presented in Figure 4.10, with the 
Stage 2 rapid transit network for the southwest metro study area highlighted in Figure 4.11. 
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Figure 4.10 Proposed Stage 2 projects – Metropolitan Perth 
 

 

Role of public transport in delivering productivity outcomes
Submission 39 - Attachment 1



 

Southwest Metro Rapid Transit Network Study - Recommendations Report 

 

PARSONS BRINCKERHOFF  2136857C-RPT-001C-RD Page 31 
 

 

 
 
Figure 4.11 Proposed Stage 2 projects – Southwest Metropolitan study area 
 

Valuing Public Transport Investment 

The following capital and operating cost information was discussed in the draft 2031 plan: 

 2009/2010 annual operating cost of providing the public system is $499.1M, and 
$691.2M including capital and interest charges. 

 $534.9M is provided by the State Government in the way of subsidy (representing 77% 
of the total costs). 

 By 2031, it is expected that the annual operating costs for the Perth public transport 
system will have risen to $820M. 

 The major components of the proposed infrastructure expenditure are: 

 Rail system expansion: $1.2Billion 

 Light rail: $1Billion 

 BRT and bus priority infrastructure: $343M 

 Rail, bus and light rail depot and maintenance facilities: $180M 

 Transit interchanges, including park and ride: $135M. 

Funding options 

The following options for funding were discussed in the draft 2031 plan that may be of 
relevance to the southwest metro rapid transit network study: 

 The Independent panel for the draft 2031 plan has outlined the general principle for 
funding options that enables a clear link between attributable benefit and the level of 
funds provided by any group or source. 

 The DOT needs to prepare a detailed funding plan and strategy in consultation with the 
Department of Treasury and Finance for consideration by the Government. 
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 A short (five years) and long term funding plan needs to be prepared. 

 Major capital projects should be developed utilising a public partnership approach. 

 Some longer term options that should be considered include: 

 Congestion charging, with a specific amount of revenue dedicated to public 
transport improvements 

 Developer charges in areas where improved public transport can facilitate 
significantly higher densities in key precincts and major centres. 

In addition to the points highlighted above from the draft 2031 plan, it is important to also 
consider the opportunities that high quality public transport could create by catalysing 
development within the southwest metro study area. The opportunity for rapid transit to 
catalyse development have been defined as one of the guiding principles of the southwest 
metro transit network study and will therefore be a consideration for how transit modes will 
be selected as part of this study. 

Activating and integrating 

The following principles were outlined in the draft 2031 plan in relation to supporting the 
integration of public transport and land use transport planning: 

1. Concentrate development in centres particularly designated strategic centres 
2. Align centres within corridors 
3. Connect streets 
4. Improve access 
5. Manage parking supply 
6. Improve road management. 

 
The public transport network identified in the draft 2031 plan was analysed using the spatial 
Network Analysis for Multi-nodal Urban Transport Systems (SNAMUTS), developed by 
Curtis and Scheurer. Some of the key findings of this analysis included: 

 Doubling of the overall efficiency of the system, while only requiring a 60% increase in 
service frequencies. 

 Speed and competitiveness of public transport over road travel improves in 2031 over 
2010, mainly due to more efficient transfers between routes. 

 The analysis confirms the importance of a number of strategic centre public transport 
hubs, including Fremantle and Murdoch, while also highlighting the importance of 
Canning Bridge and Bull Creek. 

Transformational projects 

The following points have been summarised from the draft 2031 plan in relation to the 
potential for transit projects to act as a catalyst for development: 

 Light rail transit networks and systems have the opportunity to act as a catalyst for 
urban consolidation and renewal. 

 The feasibility of these types of projects has been assisted by private sector 
contributions, recognising the increased value for property development as a result of 
the light rail project. 

Some key success factors have also been outlined for transformational projects being 
conditional on the following criteria: 
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 A contribution of the capital cost of the projects by the private sector, based on the 
value transfer from increased property value. 

 Alignment of support from local authorities to achieve a practical network across local 
boundaries. 

 Minimum density outcomes being secured. 

Summary 

Table 4.1 has been prepared to summarise the key points outlined in the draft 2031 plan that 
relate to the Southwest Metro Rapid Transit Network Study. 

Table 4.1 Draft Public Transport for Perth in 2031 summary 

 

Key Points Description 

Light Rail Transit There has been no recommendation for Light Rail Transit within the 
southwest metro study area in either the Stage 1, Stage 2 or the 
Ultimate rapid transit network maps 

Bus Rapid Transit BRT has been recommended along various east-west corridors and 
on a limited number of north-south corridors within the study area 

On-road priority Moving people, not cars, is a key focus of the plan (dedicated 
priority on streets, acknowledging that short sections may require 
mixed street running) 

Activating and 
integrating 

The importance was highlighted for the need to align key centres 
along corridors and analysis has demonstrated the benefits of 
creating a network to improve efficiency on the public transport 
network 

Transformational 
projects 

The opportunity for transit projects to act as a catalyst for urban 
consolidation and renewal has been recognised, along with the 
need for private sector contributions and alignment of support 
between local authorities 
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5. Transit corridor rapid appraisal  

A high level transit corridor rapid appraisal has been undertaken to short-list the potential 
corridors that were discussed in Section 3. The purpose of this approach is to short-list 
transit corridors that address a set of guiding principles developed for the study in order to 
develop a preferred rapid transit network for the southwest metro area. 

5.1 Guiding principles 

The following guiding principles have been developed to highlight the desired outcomes of 
the preferred southwest metro rapid transit network that will be recommended as part of this 
study. These guiding principles recognise the importance associated in integrating land use 
and transport in order to increase public transport mode share and catalyse development, 
while also minimising the impacts on the community:  

1. Link key activity centres, meeting minimum destination employment and 
residential thresholds (Fatal flaw guiding principle) – Will the corridor link multiple 
key activity centres with the combined existing or future total of 10,000 (population + 
employment positions). Need to consider existing population and employment data as 
well as forecast future data.  

2. Minimise impacts (Fatal flaw guiding principle) – To what extent will the introduction 
of a transit corridor impact upon the community living within the corridor (i.e. land 
acquisition, noise, vibration, road safety and amenity) and general operation of the 
transport network. Need to consider width of the corridor reserve for transit 
development, assuming that road space will not be taken from the existing network, as 
well as consideration for impacts on the freight transport network. 

3. Catalyse Development – To what extent will the surrounding land use provide an 
opportunity to catalyse development, as the result of the introduction of a transit corridor 
within the corridor (i.e. Brownfield development sites, vacant land, gentrification, value 
capture)? Need to consider land use zoning, land tenure, property value, identified sites 
through existing policies/strategies and plans).  

4. Increase the mode share for public transport – To what extent will the transit spine 
increase the mode share for public transport within the corridor (i.e. is there likely to be 
a mode shift from private vehicle travel to transit as a result of the higher quality transit 
corridor). Need to consider how many key activity centres are linked, the increased 
speed and reliability of the transit corridor, in comparison to private vehicle travel and 
the accessibility to stations/stops through walking and cycling. 

5. Enhance the network effect – To what extent will the transit corridor enhance the 
network effect, through creating improved integration between bus/bus and bus/rail? 
(i.e. how many additional transit trip opportunities will be created as a result of the 
network integration)? Need to consider the number and frequency of local bus route 
connections that may be possible with the corridor, in order to provide a minimum of 
one mode/trip change in order to access a key activity centre. 
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Fatal flaw guiding principles 

Guiding principles 1 and 2 have been defined as fatal flaw guiding principles, in order to 
recognise the importance in proposing a rapid transit network that links key activity centres 
and minimises impacts on the community.  

Each of the transit corridor options are screened against the fatal flaw guiding principles (1) 
and (2) to determine if the option has a fatal flaw relating to these principles. (i.e. if the transit 
corridor does not link two key activity centres or if it includes impacts on the community). 

5.2 Methodology 

A high level rapid appraisal methodology has been developed to assess each of the initial 
corridors defined above against the guiding principles that have been developed for the 
study. This approach provides a high level qualitative assessment of each of the corridors by 
assigning one of the following coloured dots against each of the guiding principles: 

 Green – Adequately addresses the guiding principle 

 Yellow – Marginally addresses the guiding principle 

 Red – Does not address the guiding principle. 

If the corridor option is awarded a red dot for the fatal flaw guiding principles 1 (linking key 
activity centres) and/or 2 (impacts on community) the option is consider to have failed the 
high level assessment based on it not meeting these key guiding principles. 

The rapid appraisal takes into account all of the options discussed in the project inception 
meeting held with the TSSG on Monday 11 July 2011.  

5.3 Rapid appraisal results 

The rapid appraisal results for each of the identified transit corridors are summarised in the 
following section, which includes: 

 Transit corridor map. 

 Summary of key activity centres connected, key alignments, existing bus routes and 
public transport connection opportunities. 

 Ranking against the five guiding principles and (fatal flaws), including comments. 

 Recommendation as to whether the transit corridor should be shortlisted to the 
preferred Southwest Metro Rapid Transit Network.  
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Corridor 1 – Fremantle to Canning Bridge (via Melville Plaza and Riseley Street Precinct) 
 

 
 
Key activity centres: 
Fremantle Rail 
Station/CBD 
Melville Plaza 
Riseley Street Shopping 
Precinct 
Canning Bridge Rail 
Station 
 

Key alignments 
within corridor: 
Canning Highway 
 

Bus routes 
operating/intersecting 
corridor: 
Routes 106, 111, 148, 158, 
150, 160, 500, 501, 510, 881, 
940 
 

Public transport 
network 
connections: 
Bus/Bus, Bus/Rail, 
orbital connection 
between Mandurah 
and Fremantle rail 
lines 
 

 
 
 
High Level Analysis 
Guiding Principle Ranking Comments 

1.Destination threshold  Connects multiple key activity centres meeting the minimum 
thresholds (Fremantle and Canning Bridge) 

2.Minimising impacts  Road space may need to be re-allocated to avoid land 
acquisition, however consideration needs to be given to the 
person flow through the corridor (i.e. public transport versus 
private vehicle) 

3.Increasing PT mode 
share  Links multiple key activity centres promoting an increase in mode 

share, also provides higher quality bus/rail connections at 
Fremantle and Canning Bridge Stations, encouraging ridership 

4.Network effect  This corridor provides bus/bus & bus/rail connection opportunities 
at Fremantle Station and Canning Bridge Station. It also creates 
an orbital link between rail lines 

5.Catalyse development  Minor opportunities to catalyse development within the corridor, 
through increased residential densities  

 
Recommendation: Shortlist to preferred southwest metro rapid transit network 
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Corridor 2 – Fremantle to Bull Creek Station (via Booragoon) 
 

 
 
Key activity centres: 
Fremantle Rail 
Station/CBD 
Booragoon/Garden City 
Bull Creek Rail Station 

Key alignments 
within corridor: 
Leach Highway 
Marmion Street 

Bus routes 
operating/intersecting 
corridor: 
Routes 501, 502, 503, 504, 
505, 510, 881, 140, 160 

Public transport 
network 
connections: 
Bus/Bus, Bus/Rail, 
orbital connection 
between Mandurah 
and Fremantle rail 

 
  
High Level Analysis 
Guiding Principle Ranking Comments 
1.Destination threshold  Does not connect multiple key activity centres meeting 

the minimum threshold for population and employment 
2.Minimising impacts  Sections of the corridor may incorporate relatively high 

levels of freight traffic (i.e. Leach Highway alignment)  
3.Increasing PT mode 
share  Links a number of activity centres promoting an increase 

in mode share, also provides higher quality bus/rail 
connections at Fremantle and Bull Creek Stations, 
encouraging ridership 

4.Network effect  This corridor provides bus/bus & bus/rail connection 
opportunities at Fremantle Station, Bull Creek Station and 
Booragoon bus station. It also creates an orbital link 
between rail lines 

5.Catalyse development  Development potential at the Knutsford site, as well as 
the potential for an increase in residential densities  

 
Recommendation: Not shortlisted to preferred southwest metro rapid transit network 
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Corridor 3 – Fremantle to Murdoch (via Kardinya Park Shopping Centre) 
 

 
 
Key activity 
centres: 
Fremantle Rail 
Station/CBD 
Kardinya Park S.C. 
Murdoch Activity 
Centre 

Key alignments within 
corridor: 
South Street/Lefroy Road 
Clontarf/Winterfold/Farrington 
Rd 
University Road 

Bus routes 
operating/intersecting 
corridor: 
Routes 98, 99, 140, 
160, 511, 513, 503 

Public transport 
network 
connections: 
Bus/Bus, Bus/Rail, 
orbital connection 
between Mandurah 
and Fremantle rail 

 
 
High Level Analysis 
Guiding Principle Ranking Comments 

1.Destination threshold  Connects multiple key activity centres meeting the 
minimum thresholds (i.e. Fremantle and Murdoch Activity 
Centre) 

2.Minimising impacts  Wide road median available for majority of corridor, 
reducing the likelihood for land acquisition 

3.Increasing PT mode 
share  Links multiple key activity centres promoting an increase 

in mode share, also provides higher quality bus/rail 
connections at Fremantle and Murdoch Stations, 
encouraging ridership 

4.Network effect  This corridor provides bus/bus & bus/rail connection 
opportunities at Fremantle Station and Murdoch Station. It 
also creates an orbital link between rail lines 

5.Catalyse development  Minor opportunities for catalyse development within the 
corridor, through increased residential densities 

 
Recommendation: Shortlist to preferred southwest metro rapid transit network 
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Corridor 4 – Cockburn Coast to Roe Highway / Kwinana Freeway Interchange  
 

 
 
Key activity centres: 
Cockburn Coast 
Phoenix Road S.C. 

Key alignments within 
corridor: 
Forest Road/Hope 
Road 
Roe Highway MRS 
reserve 
Rockingham 
Road/Phoenix Road 

Bus routes 
operating/intersecting 
corridor: 
Routes 514, 520, 531, 
533, 920 

Public transport 
network 
connections: 
Bus/Bus 

 
 High Level Analysis 
Guiding Principle Ranking Comments 
1.Destination threshold  Does not connect multiple key activity centres meeting the 

minimum population and employment threshold. Murdoch 
University and proposed Fiona Stanley Hospital are 
located just north of the interchange, however the corridor 
does not integrate both of these activity centres with 
Murdoch Station and the overall Murdoch specialised 
activity centre 

2.Minimising impacts  Road reserve may be available through the Roe Highway 
extension road reservation 

3.Increasing PT mode 
share  Links multiple key activity centres promoting an increase 

in mode share, however the lack of connection to 
Murdoch rail station is likely to limit patronage on this 
corridor 

4.Network effect  This corridor provides limited bus/bus connection 
opportunities, however no bus/rail connection 
opportunities 

5.Catalyse development  Cockburn Coast precinct and Douro Road shopping 
precinct 

 
Recommendation: Not shortlisted to preferred southwest metro rapid transit network 

Role of public transport in delivering productivity outcomes
Submission 39 - Attachment 1



 

Southwest Metro Rapid Transit Network Study - Recommendations Report 

 

PARSONS BRINCKERHOFF  2136857C-RPT-001C-RD Page 40 
 

Corridor 5 – Existing East-West Freight Rail Corridor 
 

 
 
Key activity centres: 
Fremantle 
Jandakot Airport and 
Market City Shopping 
Centre (both outside 
study area) 
 

Key alignments within 
corridor: 
Existing east-west 
freight rail line 
 

Bus routes 
operating/intersecting 
corridor: 
514, 520, 920, 530, 531, 
532, 533, 881 
 

Public transport 
network 
connections: 
Bus/Bus 
 

 
  
High Level Analysis 
Guiding Principle Ranking Comments 

1.Destination threshold  Does not connect multiple key activity centres meeting 
the minimum population and employment threshold. 
Activity centres that are connected are also not all located 
within the southwest metro study area 

2.Minimising impacts  Constraints associated with acquiring land if additional rail 
reservation is required. It is likely that the existing rail line 
can’t be used for passenger rail for safety and operational 
policy reasons 

3.Increasing PT mode 
share  Does not provide links between activity centres along the 

corridor, apart from short section between Cockburn 
Coast and Fremantle. This would limit the patronage 
potential for a transit corridor of this length 

4.Network effect  This corridor provides connection opportunities at 
locations along the corridor 

5.Catalyse development  Watsonia meat-packing site  

 
Recommendation: Not shortlisted to preferred southwest metro rapid transit network 
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Corridor 6 – Cockburn Coast to Cockburn Central (via Phoenix Road Shopping Centre) 
 

 
 
Key activity centres: 
Cockburn Coast 
Cockburn Central 
Station 
Gateways Shopping 
Centre  
Phoenix Road S.C 

Key alignments within 
corridor: 
Beeliar Drive 
Rockingham Road 
Spearwood Avenue 
Cockburn Road 
Redundant rail corridor  

Bus routes 
operating/intersecting 
corridor: 
Routes 522, 530, 531, 
532, 533, 920, 514, 520 
 

Public transport 
network 
connections: 
Bus/Bus 

 
High Level Analysis 
Guiding Principle Ranking Comments 
1.Destination threshold  Connects multiple key activity centres meeting the minimum 

population and employment threshold (Cockburn Coast & 
Cockburn Central/Gateways Shopping Centre) 

2.Minimising impacts  Wide road median available for majority of corridor, reducing the 
likelihood for land acquisition 

3.Increasing PT mode 
share  Key east-west activity centres linked that are likely to result in PT 

mode shift from private vehicles. Large residential catchment also 
living within the majority of the corridor 

4.Network effect  This corridor provides bus/bus connection opportunities at various 
locations along the corridor 

5.Catalyse development  Proposed Cockburn Coast development 

 
Recommendation: Shortlist to preferred southwest metro rapid transit network 
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Corridor 7 – Kwinana Freeway / Mandurah Rail Line 
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Key activity centres: 
Cockburn Central, Murdoch, Bull Creek and Canning Bridge Rail Stations 
 
Key alignments within corridor: 
Kwinana Freeway, Mandurah rail line 
 
Bus routes operating/intersecting corridor: 
Routes 106, 111, 148, 150, 158, 160, 881, 940, 170, 179, 500, 501, 502, 503, 504, 505, 507, 508, 509, 
707, 98, 99, 206, 207, 208, 510, 511, 513, 514, 515, 516, 517, 519, 850, 851, 520, 522, 525, 526, 527, 
530, 531, 532, 533 
 
Public transport network connections: 
Bus/Rail  
 
High Level Analysis 
 
Guiding Principle Ranking Comments 
1.Destination threshold  Connects multiple key activity centres 

meeting the minimum population and 
employment thresholds (Cockburn 
Central, Murdoch and Canning Bridge) 

2.Minimising impacts  There is no available reserve width for 
another rail line within the corridor, 
particularly at stations. There is also no 
reason for a competing rapid transit 
mode to be introduced in this corridor, 
as the existing rail line meets the level 
of demand 

3.Increasing PT mode share  This corridor is already serviced by the 
Mandurah rail line and would therefore 
be unlikely to attract passengers from 
rail to BRT/LRT 

4.Network effect  This corridor provides bus/rail 
connections at each of the four rail 
stations within the study area 

5.Catalyse development  Limited opportunities to catalyse 
development within the corridor, that 
aren’t already underway  

 
Recommendation: Not shortlisted to preferred southwest metro rapid transit network 
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Corridor 8 – Murdoch to Canning Bridge (via Booragoon and Riseley Street) 
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Key activity centres: 
Murdoch and Canning Bridge Rail Stations, Murdoch Ed-Med, Booragoon/Garden City S.C, Riseley 
Street 
 
Key alignments within corridor: 
Murdoch Drive/Riseley Street/ Canning Highway 
 
Bus routes operating/intersecting corridor: 
Routes 140, 150, 160, 500, 501, 510, 881, 940, 505, 510 
 
Public transport network connections: 
Bus/Bus, Bus/Rail  
 
High Level Analysis 
 
Guiding Principle Ranking Comments 
1.Destination threshold  Connects multiple key activity centres 

meeting the minimum thresholds 
(Canning Bridge and Murdoch Activity 
Centre) 

2.Minimising impacts  There is limited available road reserve 
within Murdoch Drive and Riseley 
Street  

3.Increasing PT mode share  Links a number of key activity centres 
promoting an increase in mode share, 
also provides higher quality bus/rail 
connections at Canning Bridge and 
Murdoch Stations, encouraging 
ridership 

4.Network effect  This corridor provides bus/bus & 
bus/rail connection opportunities at 
Canning Bridge Station and Murdoch 
Station, as well as the Booragoon Bus 
Station 

5.Catalyse development  Minor opportunities to catalyse 
development within the corridor, 
through increased residential 
densities 

 
Recommendation: Shortlist to preferred southwest metro rapid transit network 
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Corridor 9 – Cockburn Coast to Murdoch 
 

 
 
Key activity centres: 
Cockburn Coast, Phoenix Road Shopping Centre, Kardinya Park Shopping Centre and Murdoch 
 
Key alignments within corridor: 
Spearwood Avenue, Phoenix Road, North Lake Road, South Street and University Road 
 
Bus routes operating/intersecting corridor: 
Routes 514, 520, 825, 940, 513, 511, 140, 160 
 
Public transport network connections: 
Bus/Bus, Bus/Rail  
 
High Level Analysis 
 
Guiding Principle Ranking Comments 
1.Destination threshold  Connect multiple key activity centres 

meeting the minimum population and 
employment thresholds 

2.Minimising impacts  Road space may need to be re-
allocated to avoid land acquisition, 
however consideration needs to be 
given to the person flow through the 
corridor (i.e. public transport versus 
private vehicle) 

3.Increasing PT mode share  Links key activity centres promoting an 
increase in mode share, also provides 
higher quality bus/rail connections at 
Murdoch Station, encouraging ridership 
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Guiding Principle Ranking Comments 
4.Network effect  This corridor provides bus/bus & 

bus/rail connection opportunities at 
Murdoch Station, Phoenix Road S.C., 
Kardinya Park S.C and Cockburn Coast 

5.Catalyse development  Opportunities for catalyse development 
within the corridor, through increased 
residential densities 

 
Recommendation: Shortlisted to preferred southwest metro rapid transit network 
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Corridor 10 – Beeliar to Melville Plaza 
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Key activity centres: 
Melville Plaza  
 
Key alignments within corridor: 
Stock Road 
 
Bus routes operating/intersecting corridor: 
Routes 920, 530 531, 532, 533, 520, 511, 513, 940, 98, 99, 140, 160 
 
Public transport network connections: 
Bus/Bus 
 
High Level Analysis 
 
Guiding Principle Ranking Comments 
1.Destination threshold  Does not connect multiple key activity 

centres meeting minimum population 
and employment thresholds 

2.Minimising impacts  No road reserve or median available 
within this corridor, without impacting 
upon the freight route  

3.Increasing PT mode share  Limited north-south activity centre 
connections provided therefore limited 
opportunities to increase PT mode 
share 

4.Network effect  This corridor provides bus/bus 
connection opportunities at 
intersections along the route 

5.Catalyse development  Minor opportunities to catalyse 
development within the corridor, 
through increased residential densities 

 
Recommendation: Not shortlisted to preferred southwest metro rapid transit network 
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Corridor 11 – Beeliar to Palmyra 
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Key activity centres: 
Phoenix Road Shopping Centre 
 
Key alignments within corridor: 
Carrington Street 
 
Bus routes operating/intersecting corridor: 
Routes 522, 532, 502, 881, 98, 99, 501, 511, 513, 940 
 
Public transport network connections: 
Bus/Bus 
 
 
High Level Analysis 
 
Guiding Principle Ranking Comments 
1.Destination threshold  Does not connect multiple key activity 

centres meeting minimum population 
and employment thresholds 

2.Minimising impacts  Road space may need to be re-
allocated to avoid land acquisition, 
however consideration needs to be 
given to the person flow through the 
corridor (i.e. public transport versus 
private vehicle) 

3.Increasing PT mode share  Limited north-south activity centre 
connections provided therefore limited 
opportunities to increase PT mode 
share 

4.Network effect  This corridor provides bus/bus 
connection opportunities at 
intersections along the route 

5.Catalyse development  Watsonia meat packing site  

 
Recommendation: Not shortlisted to preferred southwest metro rapid transit network 
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Corridor 12 – Cockburn Coast to Fremantle 
 
 

 
 
 
Key activity centres: 
Cockburn Coast, Fremantle Station/CBD 
 
Key alignments within corridor: 
Cockburn Road/Hampton Road/South Terrace/N-S Freight rail line 
 
Bus routes operating/intersecting corridor: 
Routes 825, 520, 530, 531, 532, 533, 920, 511, 513, 98, 99 
 
Public transport network connections: 
Bus/Bus & Bus/Rail 
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High Level Analysis 
 
Guiding Principle Ranking Comments 
1.Destination threshold  Connects multiple key activity 

centres meeting the minimum 
thresholds (i.e. Cockburn 
Coast and Fremantle) 

2.Minimising impacts  Existing bus lanes available 
on Hampton Road, resulting 
in established road based 
priority 

3.Increasing PT mode share  Links a number of key activity 
centres promoting an 
increase in mode share, also 
provides higher quality 
bus/rail connections at 
Fremantle Station, 
encouraging ridership 

4.Network effect  This corridor provides 
bus/bus connection 
opportunities at intersections 
along the route, as well as 
bus/rail connections at 
Fremantle 

5.Catalyse development  Future development 
opportunities in Cockburn 
Coast and South Fremantle  

 
Recommendation: Shortlist to preferred southwest metro rapid transit network 
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High Level Rapid Appraisal – Results Summary 

Table 5.1 provides a summary of the rapid appraisal for each of the transit corridors that 
were assessed and the recommendation for the corridor. The green dots represent the 
transit corridors that have been recommended for inclusion in the southwest metro rapid 
transit network; whereas the red dots represent the transit corridors that did not meet the 
fatal flaw guiding principles as part of the rapid appraisal. 

Table 5.1 also provides a summary of how the recommendation made for each rapid transit 
corridor compares to the Public Transport for Perth in 2031 recommendations. 

Table 5.1 High level rapid appraisal summary 

Corridor 
No. 

Corridor Name Ranking Finding 
Alignment with 
2031 Transit Plan 

1 
Fremantle – Canning 
Bridge  

Short-listed BRT future, post 
2031 

2 
Fremantle – Bull Creek 

 
Failed the fatal flaw  Not included in plan 

3 
Fremantle – Murdoch 

 
Short-listed BRT before 2031 

4 
Cockburn Coast – Roe 
Highway Interchange  

Failed the fatal flaw  Not included in plan 

5 
East-west freight 
corridor  

Failed the fatal flaw  Not included in plan 

6 
Cockburn Coast – 
Cockburn Central  

Short-listed BRT before 2031 

7 
Kwinana Fwy/Mandurah 
Rail line  

Failed the fatal flaw  Not included in plan 

8 
Murdoch – Canning 
Bridge  

Short-listed BRT before 2031 

9 
Cockburn Coast – 
Murdoch  

Short-listed Not included in plan 

10 
Beeliar – Melville Plaza 

 
Failed the fatal flaw  Not included in plan 

11 
Beeliar - Palmyra 

 
Failed the fatal flaw  Not included in plan 

12 
Cockburn Coast - 
Fremantle   

Short-listed BRT before 2020 
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5.4 Southwest Metro Rapid Transit Network 

The recommended southwest metro rapid transit network is proposed to be made up of a 
two tiered network structure, which have differing characteristics and serve different 
functions. These include: 

 Trunk rapid transit network 

 Local bus network. 

Both categories are discussed in further detail below. 

5.4.1 Trunk rapid transit network 

Figure 5.1 shows the recommended trunk rapid transit network for the southwest metro area, 
which will provide direct links between the key activity centres proposed in the Directions 
2031 planning policy. Further details have been provided in Section 5.4.2 in relation to the 
local bus network that is recommended to integrate with the trunk rapid transit network. 

Key features of the trunk rapid transit network may include: 

 A combination of segregated and mixed running ways to provide a high level of priority 
to transit services 

 Direct connections between the key activity centres, outlined in the State Government 
planning policy 

 Provide coverage to high density residential areas 

 Service frequencies and spans that are comparable to the heavy rail network 

 Specialised BRT or LRT vehicles, with higher capacity and level of comfort over regular 
buses and trams 

 To raise the image of public transport in the southwest metro area, through a high 
quality service that has comparisons to heavy rail transit. 

A comparison of the rapid transit networks shown in Figure 5.1 and Figure 5.2 indicates that 
the two networks presented compare very closely in terms of the corridors within the 
southwest metro area. One of the key differences is that the draft 2031 plan provides an 
indication as to the likely mode to be used on each corridor and an indicative timeframe for 
when the rapid transit infrastructure is required. The following sections of this report provide 
further discussion and recommendations for mode(S) to operate the southwest metro transit 
network. 
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Figure 5.1 Recommended Trunk Network from Rapid Appraisal 
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Figure 5.2 Ultimate Vision for transit network (draft 2031 plan) 

5.4.2 Local bus network 

The local bus network is likely to provide an integrated support/feeder role to the 
recommended trunk rapid transit network and is unlikely to require significant changes to the 
current local bus network. The local bus network will service the lower density residential 
areas and provide connections to the recommended trunk rapid transit network and heavy 
rail network, at key interchange locations.   

5.4.3 Regional connections 

The study area for the Southwest Metro Rapid Transit Network Study was bounded by the 
Mandurah rail line in the east and Beeliar Drive in the south; however consideration has 
been given to how the proposed rapid transit network in the southwest metro area could be 
expanded into the wider Perth Metropolitan region. 

As indicated in the draft 2031 public transport plan for Perth, the following east-west rapid 
transit connections should be further investigated to integrate with the rapid transit network 
that has been recommended for the southwest metro area, as outlined in Figure 5.1: 

 Jandakot Airport 

 Southlands 

 Canning Vale 

 Curtin University 

 Armadale. 
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These additional connections have not been investigated as part of the southwest metro 
study, however they are considered to be suitable in terms of the integration that may occur 
at key activity centres within the southwest metro area, including: 

 Canning Bridge 

 Murdoch 

 Cockburn Central.  

5.4.4 Fremantle – Booragoon – Bull Creek Station Corridor 

Although not recommended as part of this trunk rapid transit network, the Fremantle – 
Booragoon – Bull Creek Station corridor has been identified as requiring further investigation 
for the introduction of and improvement to transit services: 

Route 501 currently operates between Bull Creek Station and Fremantle, via Booragoon, 
providing a direct connection between Fremantle and Garden City Shopping Centre, via 
Marmion Street. The Fremantle – Booragoon – Bull Creek corridor was not recommended as 
a rapid transit corridor because it did not meet all of the guiding principles, as defined in 
Section 5 of this report. However, it is recognised that consideration should be given to 
improving the standard of this corridor to encourage patronage and to integrate with the 
recommended rapid transit network. The following improvements could be considered: 

 Focus on providing a more reliable and direct connection between Fremantle, 
Booragoon and Bull Creek Station. 

 Introducing bus priority via on-road or signal priority to improve travel time and reliability 
for bus services, particularly during peak periods 

 Enhancing the service frequency and service span 

 Improving bus stop infrastructure along the route. 

5.4.5 Alternative Alignment Opportunity 

Cockburn Central – Phoenix Road Shopping Centre (Industrial corridor) 

A study was undertaken by Curtin University and the City of Cockburn in 2009, incorporating 
two community forums, which focused on public transport for the City of Cockburn. The 
primary objectives of the forums were to identify the community’s aspirations for an effective 
public transport service in the region. 

The key findings of the study included the following: 

 A direct east-west transit corridor that connected Cockburn Central with Fremantle, via 
Lakes Shopping Centre, Spearwood Activity Centre and Cockburn Coast 

 A potential alignment was identified through the disused rail corridor that extends 
through the centre of the Bibra Lake industrial precinct to provide a transit connection 
for employees within this area 
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 There was also desire for an additional link between the Lakes Shopping Centre, 
Yangebup and the Spearwood Activity Centre. 

 The community overwhelmingly indicated that light rail was their preferred mode choice. 

The recommended Southwest Metro rapid transit network incorporates a corridor between 
Cockburn Central and Cockburn Coast, via the Spearwood Activity Centre. 

There are two potential alignments that require further investigation within this corridor: 

 Beeliar Drive/Rockingham Road 

 North Lake Road/dis-used rail corridor through Bibra Lake Industrial 
precinct/Spearwood Avenue, as identified in the Curtin University/City of Cockburn 
study. 

The alignment of Beeliar Drive and Rockingham Road has emerged, following an analysis of 
population within the corridor, as this area serves a large residential catchment, as it is likely 
to generate the highest patronage between these activity centres. In order to justify the costs 
associated in developing rapid transit infrastructure, it is important that sufficient benefits are 
realised by maximising the patronage potential of the transit corridor. 

Given the community and Council interest for a connection through the Bibra Lake Industrial 
Precinct to serve the growing employee base within this area, it is recommended that further 
investigation be undertaken to define the most suitable alignment between Cockburn Central 
Station and the Spearwood Activity Centre. This investigation should consider: 

 Forecast patronage on both alignments 

 Potential to increase densities in the industrial precinct and create a hub within this area 
to facilitate a rapid transit connection 

 Demand and origins/destinations from employees in this area to use public transport to 
access employment. 

5.4.6 Sensitivity testing 

A further sensitivity test of the southwest metro rapid transit network as presented in Figure 
5.1 has been undertaken by providing a visual representation of the population density within 
the southwest metro study area, as shown in Figure 5.3. An overlay of the recommended 
rapid transit network and key activity centres has been shown on the population density map 
to provide an indication as to the density along the rapid transit corridor. This map 
demonstrates how the transit network provides a strong level of coverage across the most 
densely populated areas of the study area. It also highlights the low density areas, such as 
the industrial and parkland areas, which are not covered by the rapid transit network. 

The next stages of the southwest metro rapid transit network study will provide further 
investigation into the population density within the transit network corridors, as well as more 
detailed information relating to the alignments within these corridors and other information. 
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Figure 5.3 Population density and transit network 
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6. Mode options assessment 

A mode options assessment has been undertaken for the rapid transit corridors that make up 
the recommended Southwest Metro Rapid Transit Network, as shown in Figure 6.1 below. 
The purpose of this assessment is to determine the potential viability of each corridor to 
accommodate Bus Rapid Transit (BRT) or Light Rail Transit (LRT). The results of this 
assessment have then been used to assist in determining the preferred combination of 
modes to operate the recommended southwest metro rapid transit network. 

In order to provide a recommendation for the recommended mode of operation for the rapid 
transit corridors, the following assessments have been undertaken: 

 Qualitative discussion – focusing on opportunities and constraints for the BRT/LRT 
mode options, based on a range of characteristics, which are discussed in the draft 
2031 public transport plan for Perth 

 Patronage forecasting assessment – A high level patronage forecasting assessment 
of the corridor patronage for BRT and LRT operation 

 Rapid appraisal cost-benefit analysis – An analysis of the high level costs and 
indicative benefits in providing BRT and/or LRT 
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Figure 6.1 Recommended Southwest Metro Trunk Rapid Transit Network 
 

6.1 Rapid transit corridors analysis 

The recommended Southwest Metro Rapid Transit Network has been split into the individual 
corridors, as outlined in Table 6.1. 

Table 6.1 Recommended Rapid Transit Corridors 

Corridor No. Corridor Length (km) Corridor Name 

1 12.4 Fremantle – Canning Bridge 

2 11.8 Fremantle – Murdoch 

3 14.6 Cockburn Coast – Cockburn Central 

4 9.5 Murdoch – Canning Bridge 
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Corridor No. Corridor Length (km) Corridor Name 

5 14.1 Cockburn Coast – Murdoch 

6 5 Cockburn Coast - Fremantle 

 

A modelled roadway alignment was selected for each corridor to enable an assessment to 
be undertaken at a more detailed level. The modelled alignments for each corridor were 
selected based on the highest residential population living within an 800m walkable 
catchment either side of the modelled alignment. 

For the purpose of this study, the alignment with the highest residential population living 
within the 800m catchment either side of the alignment was used. The actual preferred 
alignment should be determined in a future more detailed assessment. 
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The recommended rapid transit network for the southwest metro area is presented in Figure 
6.2 and outlines the modelled alignments that have been assessed as part of this study. 

 
 
 

 
Figure 6.2 Modelled alignments 
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6.2 Modelled alignment characteristics 

A summary of the key characteristics for each of the modelled alignments within the 
corridors is presented below. 

Corridor 1 – Fremantle to Canning Bridge 

The modelled Fremantle to Canning Bridge alignment is presented in Figure 6.3. 

 

 
 

 
Figure 6.3 Freemantle to Canning Bridge Modelled Alignment 

 
The key characteristics within the Fremantle – Canning Bridge corridor are presented in 
Table 6.2. 

Table 6.2 Freemantle to Canning Bridge Corridor – Key characteristics 

 

Corridor Name: Fremantle to Canning Bridge 

Modelled alignment: 

Origin: Fremantle Rail Station 
Route: Elder Place to Phillimore Street to Queen Street to 
Adelaide Street to Queen Victoria Street to Canning Highway 
Destination: Canning Bridge Rail Station 

Alternative alignment 
options: 

High Street to East Street to Canning Highway 
High Street to Stirling Highway to Canning Highway 

Alignment length: 12.4 km  
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Corridor Name: Fremantle to Canning Bridge 

Activity centres linked: 

Fremantle Rail Station/CBD 
Melville Plaza 
Canning Bridge Rail Station 
Riseley Street Shopping Precinct 
East Fremantle 

Key interchanges: 
Fremantle Rail Station (rail and bus) 
Melville Plaza (bus) 
Canning Bridge Rail Station (rail and bus) 

Potential stop spacing: 500m-800m  

Corridor function in 
network context: 

To provide a direct link between Fremantle and Canning 
Bridge stations, also linking key activity centres in between 
with network connection opportunities. To provide the 
residential catchment along the corridor with direct access to 
Fremantle and Canning Bridge Stations for onward 
connections or as a destination 

Regional Connection 
Opportunities: 

Perth CBD, Fremantle rail corridor, Mandurah rail corridor, 
Curtin University, UWA 

Corridor Characteristics (Key Sections): 

Section A) 
Queen Victoria Street from Adelaide Street to Canning 
Highway 

Section Length: 1.6 km 

No. lanes: 4 lanes (two-way) 

AAWT1:  Highest: 29,890 (2006/2007) - West of Canning Highway 
Lowest: 15,880 (2008/2009) - West of James Street 

Carriageway: Un-divided (central islands located within median) 

Road reserve 
availability: 

Restricted to 4-lane carriageway due to existing dwellings 

Car parking: Parking available on both sides of Queen Victoria Street 

Speed limit: 60 km/h 

Max vertical grade:  <6%  

Signalised 
intersections: 

3 

Bus stops: On-street bus stops 

Footpath Both sides of Queen Victoria Street 

Cycle lanes: None 

 

Section B) 
Canning Highway from Queen Victoria Street to Canning 
Bridge Station 

Section Length: 10.8 km 

No. lanes: 
4 lanes (two-way) – west of Reynolds Road 
5 lanes (two-way) – 3 lanes eastbound: east of Reynolds Road 

AAWT:  
Highest: 68,490 (2007/2008) – at Canning Bridge 
Lowest: 10,720 (2006/2007) – East of Queen victoria Street 

 
 
1 Annual average weekday traffic volumes (source:MRWA) 
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Corridor Name: Fremantle to Canning Bridge 

Carriageway: 

Combination of: 
Divided (5-15m wide central median) 
Divided (1m wide median, line marked with central islands) 
Undivided (line-marking separation) 

Road reserve 
availability: 

Constrained in some areas by existing dwellings, however 
width available in central median in some areas  

Car parking: No parking available on both sides of Canning Highway 

Speed limit: 60 km/h 

Max vertical grade:  7% on Canning Highway 

Signalised 
intersections: 

12 

Bus stops: Indented bus bays 

Footpath Both sides of Canning Highway 

Cycle lanes: None 
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Corridor 2 – Fremantle to Murdoch 

The modelled Fremantle to Murdoch alignment is presented in Figure 6.4. 

 

 
 

Figure 6.4 Freemantle to Murdoch Modelled Alignment 
 

The key characteristics within the Fremantle – Murdoch corridor are presented in Table 6.3 

Table 6.3 Freemantle to Murdoch Corridor – Key characteristics 

Corridor Name: Fremantle to Murdoch 

Modelled alignment: 

Origin: Fremantle Rail Station 
Route: Elder Place to Phillimore Street to Market Street to South 
Terrace to South Street to Windelya Drive to University Drive to 
new Main Street link through Fiona Stanley Hospital 
Destination: Murdoch Rail Station 

Alternative 
alignment options: 

Queen Street – High Street (i.e. not via South Terrace) 
Extend entire length of South Street (i.e. no deviation through 
University and Fiona Stanley Hospital) 

Alignment length: 11.8 km  

Activity centres 
linked: 

Fremantle Rail Station/CBD 
Kardinya Park Shopping Centre 
Murdoch University 
Future Fiona Stanley Hospital 
Murdoch Rail Station 
Challenger TAFE 

Key interchanges: 

Fremantle Rail Station (rail and bus) 
Kardinya Park Shopping Centre (bus) 
Murdoch Rail Station (rail and bus) 
Murdoch University (bus) 

Potential stop 
spacing: 500-800m  
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Corridor Name: Fremantle to Murdoch 

Corridor function in 
network context: 

To provide a direct link between Fremantle and Murdoch stations, 
also linking key activity centres in between with network 
connection opportunities. To provide the residential catchment 
along the corridor with direct access to Fremantle and Murdoch 
Stations for onward connections or as a destination 

Regional 
Connection 
Opportunities: 

Fremantle rail corridor, Mandurah rail corridor, Perth CBD, 
Canning Vale and Jandakot Airport 

Corridor Characteristics (Key Sections): 

Section A) 
Market Street/South Terrace from Phillimore Street to South 
Street 

Section Length: 1.7 km 

No. lanes: 2 lanes (two-way) 

AAWT:  

Market Street: 
Highest: 11,060 (2006/2007) – North of South Terrace 
Lowest: 5,550 (2008/2009) – South of Phillimore Street 
 
South Terrace: 
Highest: 16,620 (2008/2009) – South of Norfolk Street 
Lowest: 10,070 (2008/2009) – North of Collie Street 

Carriageway: 
Combination of un-divided and divided roadway (varied median 
width of up to 1m) 

Road reserve 
availability: 

Restricted to 2-lane carriageway due to existing dwellings 

Car parking: 
On-street/on-kerb car parking available on South Terrace with 
areas of parking also available on Market Street 

Speed limit: 50 km/h 

Max vertical grade:  <6% 

Signalised 
intersections: 

4 

Bus stops: Combination of on-street bus stops and indented bus bays 

Footpath Both sides of Market Street and South Terrace 

Cycle lanes: None 

 

Section B) South Street from South Terrace to Windelya Road 

Section Length: 6.9km 

No. lanes: 
2 lanes (two-way) – west of Carrington Street 
4 lanes (two-way) – west of McCombe Avenue 
6 lanes (two-way) – west of Windelya Road 

AAWT  

2 lane section: 
Highest: 19,720 (2006/2007) – West of Carrington Street 
Lowest: 11,720 (2008/2009) – East of South Terrace 
 
4 lane section: 
Highest: 29,570 (2006/2007) – East of Stock Road 
Lowest: 24,990 (2008/2009) – East of Carrington Street 
 
6 lane section: 
Highest: 37,840 (2008/2009) – East of North Lake Road 
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Corridor Name: Fremantle to Murdoch 

Lowest: 32,620 (2008/2009) – West of North Lake Road 

Carriageway: 

2 lane section: 
Un-divided carriageway 
 
4 lane section: 
Combination of un-divided carriageway and divided carriageway 
(5m-10m wide central median) 
 
6 lane section: 
Divided carriageway (5m wide central median) 

Road reserve 
availability: 

2 lane section: 
Un-divided carriageway 
 
4 lane section: 
Combination of un-divided carriageway and divided carriageway 
(5m-10m wide central median) 
 
6 lane section: 
Divided carriageway (5m wide central median) 

Car parking: 

2 lane section: 
Parking available on both sides of street, only west of Hampton 
Road 
 
4 lane section: 
No parking 
 
6 lane section: 
No parking 

Speed limit: 
2 lane section: 50 km/h 
4 lane section: 70 km/h 
6 lane section: 70 km/h 

Max vertical grade:  7% on South Street 

Signalised 
intersections: 

6 

Bus stops: Combination of on-street and indented bus bays 

Footpath Both sides of South Street, for the majority of its length 

Cycle lanes: 
Only available on South Street between Hampton Road and 
Carrington Street 

 

Section C) Windelya Rd / University Drive / Fiona Stanley Hospital Link2 

Section Length: 3.2 km 

No. lanes: 
 
2 lanes (two-way) 
 

AAWT:  
Not available on University Drive and Fiona Stanley link is not yet 
constructed 

Carriageway: Un-divided carriageway 

 
 
2 Further details of the proposed Fiona Stanley Hospital link road is provided in the following report: Murdoch Activity Centre 

Structure Plan – Part A 
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Corridor Name: Fremantle to Murdoch 

Road reserve 
availability: 

Constrained in some areas by existing dwellings, however width 
available through Murdoch University grounds  

Car parking: No parking 

Speed limit: 50 km/h 

Max vertical grade:  <6% 

Signalised 
intersections: 

None 

Bus stops: On street bus stops 

Footpath Available in some locations 

Cycle lanes: None 
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Corridor 3 – Cockburn Coast to Cockburn Central 

The modelled Cockburn Coast to Cockburn Central alignment is presented in Figure 6.5. 

 
Figure 6.5 Cockburn Coast to Cockburn Central Modelled Alignment 

 
The key characteristics within the Cockburn Coast to Cockburn Central corridor are 
presented in Table 6.4. 

Table 6.4 Cockburn Coast to Cockburn Central Corridor – Key characteristics 

Corridor Name: Cockburn Coast to Cockburn Central 

Modelled alignment: 

Origin: Cockburn Coast 
Route: Cockburn Road to Spearwood Avenue to Phoenix Road 
Shopping Centre to Rockingham Road to Beeliar Drive to 
Cockburn Gateway Shopping Centre 
Destination: Cockburn Central Rail Station 

Alternative 
alignment options: 

North Lake Road – dis-used rail corridor through Bibra Lake 
industrial area – Spearwood Avenue 
Rockingham Road to Beeliar Drive (i.e. not via Spearwood Ave) 

Alignment length: 14.6 km  

Activity centres 
linked: 

Cockburn Coast district centre 
Phoenix Road shopping Centre 
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Corridor Name: Cockburn Coast to Cockburn Central 

Stargate Shopping Centre 
Gateway Shopping Centre 
Cockburn Central Rail Station 

Key interchanges: 

Cockburn Coast (bus) 
Phoenix Road Shopping Centre (bus) 
Gateway Shopping Centre (bus) 
Cockburn Central Rail Station (rail and bus) 

Potential stop 
spacing: 

500-800m  

Corridor function in 
network context: 

To provide a direct link between Cockburn Coast and Cockburn 
Central Station, also linking key activity centres in between with 
network connection opportunities. To provide the residential 
catchment along the corridor with direct access to Cockburn 
Coast and Cockburn Central for onward connections or as a 
destination 

Regional 
Connection 
Opportunities: 

Mandurah rail corridor, Perth CBD, Rockingham, Canning Vale 
and Armadale 

Corridor Characteristics (Key Sections): 

Section A) Cockburn Road / Spearwood Avenue / Rockingham Road 

Section Length: 7.0 km 

No. lanes: 

Cockburn Road:  
2 lanes (two-way) 
 
Spearwood Avenue: 
4 lanes (two-way) 
 
Rockingham Road:  
4 lanes (two-way) – North of Reserve Road 
2 lanes (two-way) – South of Reserve Road 

AAWT:  

Cockburn Road:  
15,540 (2006/2007) – South of Rockingham Road 
 
Spearwood Avenue: 
4,350 (2006/2007) – West of Rockingham Road 
 
Rockingham Road:  
21,130 (2007/2008) – South of Spearwood Avenue 

Carriageway: 

Cockburn Road:  
Un-divided carriageway 
 
Spearwood Avenue: 
Divided carriageway (5-10m central median) 
 
Rockingham Road: 
Un-divided carriageway 

Road reserve 
availability: 

Restricted to 4-lane carriageway due to existing dwellings 

Car parking: 
No car parking available on Cockburn Road, Spearwood Avenue 
or Rockingham Road  

Speed limit: 
Cockburn Road: 60 km/h 
Spearwood Avenue: 60 km/h 
Rockingham Road: 60 km/h 

Max vertical grade:  <6% 
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Corridor Name: Cockburn Coast to Cockburn Central 

Signalised 
intersections: 

2 

Bus stops: On-street bus stops 

Footpath Only available on Rockingham Road 

Cycle lanes: None 

 

Section B) Beeliar Drive 

Section Length: 7.6  km 

No. lanes: 

2 lanes (two-way) – west of Spearwood Avenue 
4 lanes (two-way) – between Spearwood Avenue and Dunraven 
Drive 
2 lanes (two-way – between Dunraven Drive and Hammond Road 
4 lanes (two-way) – east of Hammond Road 

AAWT  
Highest: 35,540 (2006/2007) – West of Kwinana Freeway 
Lowest: 9,730 (2006/2007) – West of Stock Road 

Carriageway: 
Combination of: 
Divided (1-10m wide central median) 
Undivided (line-marking separation) 

Road reserve 
availability: 

Constrained in some areas by existing dwellings, however width 
available in central median in some areas  

Car parking: 
No parking available on both sides of Cockburn Road, Spearwood 
Avenue and Rockingham Road 

Speed limit: 
80 km/h – East of Spearwood Avenue 
70 km/h – West of Spearwood Avenue 

Max vertical grade:  7% on Beeliar Drive 

Signalised 
intersections: 

2 

Bus stops: On street bus stops 

Footpath Both sides of Beeliar Drive (built up areas only) 

Cycle lanes: None 
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Corridor 4 – Murdoch to Canning Bridge 

 
The modelled Murdoch to Canning Bridge alignment is presented in Figure 6.6. 

 

 
 

Figure 6.6 Murdoch to Canning Bridge Modelled Alignment 
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The key characteristics within the Murdoch – Canning Bridge corridor are presented in 
Table 6.5 

Table 6.5 Murdoch to Canning Bridge Corridor – Key characteristics 

Corridor Name: Murdoch to Canning Bridge 

Modelled alignment: 

Origin: Murdoch Rail Station 
Route: Future Fiona Stanley road link to Murdoch Drive to Leach 
Highway to Riseley Street to Booragoon to Canning Highway 
Destination: Canning Bridge Rail Station 

Alternative alignment 
options: 

 
South Street (instead of future Fiona Stanley road link) 
 

Alignment length: 9.5 km  

Activity centres 
linked: 

Murdoch Rail Station 
Future Fiona Stanley Hospital 
Murdoch University 
Garden City Shopping Centre 
Riseley Street Shopping Precinct 
Canning Bridge Rail Station 

Key interchanges: 

Murdoch Rail Station (bus and rail) 
Murdoch University (bus) 
Booragoon bus interchange (bus) 
Riseley Street Shopping Precinct (bus) 
Canning Bridge Rail Station (bus and rail) 

Potential stop 
spacing: 

500-800m  

Corridor function in 
network context: 

To provide a direct link between Booragoon/Garden City and Canning 
Bridge/Murdoch stations, also linking key activity centres in between 
with network connection opportunities. To provide the residential 
catchment along the corridor with direct access to Canning Bridge 
and Murdoch Stations for onward connections or as a destination 

Regional Connection 
Opportunities: 

Perth CBD, Mandurah rail corridor, Curtin University, UWA, Canning 
Vale and Jandakot Airport 

Corridor Characteristics (Key Sections): 

Section A) Murdoch Drive / Leach Highway 

Section Length: 4.1 km (includes new Fiona Stanley Hospital link road) 

No. lanes: 
4 lanes (two-way) – Murdoch Drive 
6 lanes (two-way) – Leach Highway 

AAWT:  
Murdoch Drive: 19,950 (2007/2008) – South of Leach Highway 
Leach Highway: 66,580 (2008/2009) – East of Riseley Street 

Carriageway: 
Murdoch Drive: Divided carriageway (1-5m wide central median) 
Leach Highway: Divided carriageway (5m wide central median) 

Road reserve 
availability: 

Murdoch Drive is constrained on the eastern side due to existing 
dwellings and also on the western side between Hawke Pass and 
South Street 

Car parking: No car parking available on Murdoch Drive or Leach Highway 

Speed limit: 70 km/h on Murdoch Drive 

Max vertical grade:  <6% 

Signalised 
intersections: 

3 

Bus stops: On-street bus stops 
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Corridor Name: Murdoch to Canning Bridge 

Footpath Available on both sides of Murdoch Drive and Leach Highway 

Cycle lanes: None 

 

Section B) Riseley Street 

Section Length: 3.0  km 

No. lanes: 4 lanes (two-way) 

AAWT:  
Highest: 25,590 (2008/2009) – South of Marmion Street 
Lowest: 18,240 (2007/2008) – South of Canning Highway 

Carriageway: Divided carriageway (1-2m wide central median) 

Road reserve 
availability: 

Constrained on both sides of Riseley Street by existing dwellings  

Car parking: No parking on either side of Riseley Street 

Speed limit: 60 km/h 

Max vertical grade:  7% on Riseley Street 

Signalised 
intersections: 

4 

Bus stops: On street bus stops 

Footpath Both sides of Riseley Street 

Cycle lanes: None 

 

Section C) Canning Highway 

Section Length: 2.4  km 

No. lanes: 
4 lanes (two-way) – west of Reynolds Road 
5 lanes (two-way) – 3 lanes eastbound: east of Reynolds Road 

AAWT:  
Highest: 68,490 (2007/2008) – at Canning Bridge 
Lowest: 44,160 (2008/2009) – east of Riseley Street 

Carriageway: Divided (1-10m wide central median) 

Road reserve 
availability: 

Constrained in some areas by existing dwellings, however width 
available in central median in some areas  

Car parking: 
Eastbound: no parking 
Westbound: no parking 

Speed limit: 60 km/h 

Max vertical grade:  <6% 

Signalised 
intersections: 

5 

Bus stops: Indented bus bays 

Footpath Both sides of Canning Highway 

Cycle lanes: None 
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Corridor 5 – Cockburn Coast to Murdoch 

 
The modelled Cockburn Coast to Murdoch alignment is presented in Figure 6.7. 

 
 

 
 

Figure 6.7 Cockburn Coast to Murdoch Modelled Alignment 
 

The key characteristics within the Cockburn Coast to Murdoch corridor are presented in 
Table 6.6. 

Table 6.6 Cockburn Coast to Murdoch Corridor – Key characteristics 

Corridor Name: Cockburn Coast to Murdoch 

Modelled alignment: 

Origin: Cockburn Coast 
Route: Cockburn Road to Spearwood Avenue to Rockingham 
Road to Phoenix Road to North Lake Road to South Street to 
University Drive to Fiona Stanley link Road 
Destination: Murdoch Rail Station 

Alternative 
alignment options: 

Rockingham Road (instead of Spearwood Avenue) 
Farrington Road and Murdoch Drive (instead of linking to Kardinya 
Park Shopping Centre) 

Alignment length: 14.1 km 

Activity centres 
linked: 

Cockburn Coast District Centre 
Phoenix Road Shopping Centre 
Kardinya Park Shopping Centre 
Murdoch University 
Future Fiona Stanley Hospital 
Murdoch Rail Station 
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Corridor Name: Cockburn Coast to Murdoch 

Key interchanges: 

Cockburn Coast District Centre (bus) 
Phoenix Road Shopping Centre (bus) 
Kardinya Park Shopping Centre (bus) 
Murdoch University (bus) 
Murdoch Rail Station (bus and rail) 

Potential stop 
spacing: 

500-800m  

Corridor function in 
network context: 

To provide a direct link between Cockburn Coast and Murdoch 
station, also linking key activity centres in between with network 
connection opportunities. To provide the residential/employment 
catchment along the corridor with direct access to Cockburn 
Coast and Murdoch Station for onward connections or as a 
destination 

Regional 
Connection 
Opportunities: 

Perth CBD, Mandurah rail corridor, Canning Vale and Jandakot 
Airport 

Corridor Characteristics (Key Sections): 

Section A) Cockburn Road / Spearwood Avenue / Rockingham Road 

Section Length:  4.4 km 

No. lanes: 

Cockburn Road:  
2 lanes (two-way) 
 
Spearwood Avenue: 
4 lanes (two-way) 
 
Rockingham Road:  
4 lanes (two-way) 

AAWT:  

Cockburn Road:  
15,540 (2006/2007) – South of Rockingham Road 
 
Spearwood Avenue: 
4,350 (2006/2007) – West of Rockingham Road 
 
Rockingham Road:  
20,330 (2006/2007) – South of Phoenix Road 

Carriageway: 

Cockburn Road:  
Un-divided carriageway 
 
Spearwood Avenue: 
Divided carriageway (5-10m wide central median) 
 
Rockingham Road: 
Un-divided carriageway 

Road reserve 
availability: 

Rockingham Road is restricted to 4-lane carriageway due to 
existing dwellings 

Car parking: 
No car parking available on Cockburn Road, Spearwood Avenue 
or Rockingham Road  

Speed limit: 
Cockburn Road: 60 km/h 
Spearwood Avenue: 60 km/h 
Rockingham Road: 60 km/h 

Max vertical grade:  <6% 

Signalised 
intersections: 

3 

Bus stops: On-street bus stops 
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Corridor Name: Cockburn Coast to Murdoch 

Footpath Only available on Rockingham Road 

Cycle lanes: None 

 

Section B) Phoenix Road 

Section Length: 3.1  km 

No. lanes: 
 
4 lanes (two-way) 
 

AAWT:  
Highest: 19,850 (2007/2008) – West of North Lake Road 
Lowest: 15,110 (2008/2009) – East of Rockingham Road 

Carriageway: Divided carriageway (5-10m wide central median) 

Road reserve 
availability: 

Constrained on both sides of Phoenix Road by existing dwellings  

Car parking: 
 
No parking on either side of Phoenix Road 
 

Speed limit: 
 
60 km/h 
 

Max vertical grade:  <6% 

Signalised 
intersections: 

4 

Bus stops: On street bus stops 

Footpath 
Entire length on northern side of Phoenix Road, only west of 
Stock Road on southern side of Phoenix Road 

Cycle lanes: None 

 

Section C) North Lake Road 

Section Length: 2.8 km 

No. lanes: 
5 lanes (two-way) – south of Winterfold Road, with 3 lanes 
southbound, 2 lanes northbound 
6 lanes (two-way) – north of Winterfold Road 

AAWT:  
Highest: 31,310 (2008/2009) – South of Farrington Road 
Lowest: 27,160 (2008/2009) – South of Winterfold Road 

Carriageway: Divided carriageway (5-10m wide central median) 

Road reserve 
availability: 

Constrained in some areas by existing dwellings 

Car parking: No parking on either side of North Lake Road 

Speed limit: 70 km/h 

Max vertical grade:  <6% 

Signalised 
intersections: 

3 

Bus stops: Combination of indented and on-street bus bays 

Role of public transport in delivering productivity outcomes
Submission 39 - Attachment 1



 

Southwest Metro Rapid Transit Network Study - Recommendations Report 

 

PARSONS BRINCKERHOFF  2136857C-RPT-001C-RD Page 81 
 

Corridor Name: Cockburn Coast to Murdoch 

Footpath Limited footpath available on both sides of North Lake Road 

Cycle lanes: None 

  

Section D) 
South Street / Windelya Road / University Drive / Fiona 
Stanley Link Road 

Section Length: 3.8 km 

Details provided in Corridor 2 (Fremantle to Murdoch) 
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Corridor 6 – Cockburn Coast to Fremantle 

 
The modelled Cockburn Coast to Fremantle alignment is presented in Figure 6.8. 

 
 

 
 

Figure 6.8 Cockburn Coast to Freemantle 
 

The key characteristics within the Cockburn Coast to Fremantle corridor are presented in 
Table 6.7. 

Table 6.7 Cockburn Coast to Freemantle Corridor – Key characteristics 

Corridor Name: Cockburn Coast to Fremantle 

Modelled alignment: 

Origin: Cockburn Coast 
Route: Cockburn Road to Hampton Road to South Street to South 
Terrace to Market Street to Phillimore Street 
Destination: Fremantle Rail Station 
(NOTE: BRT corridor study currently underway, therefore this 
alignment may be subject to change) 
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Corridor Name: Cockburn Coast to Fremantle 

Alternative 
alignment options: 

South Terrace 
Marine Terrace 

Alignment length: 5 km  

Activity centres 
linked: 

Cockburn Coast district centre 
Fremantle Rail Station 
Fremantle CBD 
South Fremantle 

Key interchanges: 
Cockburn Coast (bus) 
Fremantle Rail Station (rail and bus) 
Fremantle CBD (bus) 

Potential stop 
spacing: 

500-800m  

Corridor function in 
network context: 

To provide a direct link between Cockburn Coast and Fremantle 
station/CBD, also linking key activity centres in between. To 
provide the residential/employment catchment along the corridor 
with direct access to Fremantle or Cockburn Coast for onward 
connections or as a destination. To provide a catalyst for 
development within the corridor 

Regional 
Connection 
Opportunities: 

Fremantle rail corridor, Rockingham 

Corridor Characteristics (Key Sections): 

Section A) Cockburn Road / Hampton Road 

Section Length: 3.1 km 

No. lanes: 

Cockburn Road:  
2 lanes (two-way)  
 
Hampton Road: 
4 lanes (two-way) – includes kerbside bus lanes (1 km long) 
between Douro Road and south Street 

AAWT:  

Cockburn Road:  
15,540 (2006/2007) – South of Rockingham Road 
 
Hampton Road: 
31,480 (2008/2009) – South of Douro road 
19,870 (2008/2009) – South of South Street (bus lanes section) 

Carriageway: 

Cockburn Road:  
Un-divided carriageway 
 
Hampton Road: 
Un-divided carriageway 

Road reserve 
availability: 

Cockburn Road:  
 
Available road reserve in some sections currently, however 
Cockburn Coast ITP will define future reserve widths 
  
Hampton Road: 
Constrained road reserve due to existing dwellings, particularly 
between Rockingham Road and Douro Road 

Car parking: No car parking available on Cockburn Road or Hampton Road  

Speed limit: 
Cockburn Road: 60 km/h 
Hampton Road: 60 km/h 

Max vertical grade:  <6% 

Role of public transport in delivering productivity outcomes
Submission 39 - Attachment 1



 

Southwest Metro Rapid Transit Network Study - Recommendations Report 

 

PARSONS BRINCKERHOFF  2136857C-RPT-001C-RD Page 84 
 

Corridor Name: Cockburn Coast to Fremantle 

Signalised 
intersections: 

6 

Bus stops: On-street bus stops 

Footpath Only available on both sides of Hampton Road 

Cycle lanes: None 

 

Section B) South Street / South Terrace 

Section Length: 1.5  km 

No. lanes: 
2 lanes (two-way) – South Terrace 
2 lanes (two-way) – South Street 

AAWT:  

South Terrace:  
Highest: 16,620 (2008/2009) – South of Norfolk Street 
Lowest: 10,070 (2008/2009) – North of Collie Street 
 
South Street: 11,720 (2008/2009) – East of South Terrace 
 

Carriageway: 
Combination of un-divided and divided roadway (varied median 
width of up to 1m) 

Road reserve 
availability: 

Restricted to 2-lane carriageway due to existing dwellings 

Car parking: 

South Terrace: 
On-street/on-kerb car parking available on at sections along both 
sides of South Terrace 
 
South Street:  
On-street car parking available on both sides of South Street 

Speed limit: 
South Terrace: 50 km/h 
South Terrace: 50 km/h 

Max vertical grade:  <6% 

Signalised 
intersections: 

2 

Bus stops: Combination of on-street bus stops and indented bus bays 

Footpath Both sides of South Street and South Terrace 

Cycle lanes: None 

 

Section C) Market Street 

Section Length: 0.4  km 

No. lanes: 2 lanes (two-way) 

AAWT:  
Highest: 11,060 (2006/2007) – North of South Terrace 
Lowest: 5,550 (2008/2009) – South of Phillimore Street 

Carriageway: 
Combination of un-divided and divided roadway (varied median 
width of up to 1m) 

Road reserve 
availability: 

Restricted to 2-lane carriageway due to existing dwellings 

Car parking: On-kerb car parking available on Market Street 
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Corridor Name: Cockburn Coast to Fremantle 

Speed limit: 50 km/h 

Max vertical grade:  <6% 

Signalised 
intersections: 

1 

Bus stops: On-street bus stops 

Footpath Both sides of Market Street 

Cycle lanes: None 
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6.3 Qualitative discussion 

The draft 2031 Public Transport plan for Perth highlights a number of considerations for the 
provision of a rapid transit network in Perth. The proposed Southwest Metro Rapid Transit 
Network outlined in this report has been discussed in relation to some of the draft 2031 plan 
considerations, to provide further support for recommendations that have been developed 
and to assist in selecting the preferred modes.  

A range of criteria have been considered as part of this assessment to discuss the varying 
opportunities and constraints that need to be understood for this type of high level study. 
Some of the criteria, as presented in Table 6.8 provide an opportunity to distinguish between 
the differences associated in operating BRT and LRT modes on the individual transit 
corridors. 

Table 6.8 Mode selection criteria 

Criteria Name Criteria Description 

Travel time savings Estimated travel time savings of BRT and LRT compared with 
existing travel times in peak periods 

Topographical 
constraints 

Estimated maximum roadway grades and the subsequent 
constraints for operating BRT and LRT 

Alignment to 
policies/strategies 

Consistency with and opportunities to inform the draft 2031 
public transport plan for Perth 

Development 
catalyst and value 
uplift 

Opportunities associated with BRT/LRT infrastructure to 
catalyse development 

Network integration Opportunities to enhance the network effect 

Linking to a broader 
network 

Consideration for DOT requirements to have a network that is 
linked, providing consistent technology 

Active transport 
integration 

Opportunities and constraints associated with active transport 
integration with rapid transit network 

Corridor reservation 
availability 

Rapid transit design criteria and opportunities and constraints 
associated in accommodating rapid transit within corridors 

 

6.3.1 Transport user perspective 

The draft 2031 plan provides a summary of passenger expectations on the Perth public 
transport network, which highlights the key attributes that passengers value in a transit 
system: 

 Passengers want services that are frequent, on time and affordable 

 They want to be able to travel quickly to their destination 

 They want to feel safe and secure 

 There are virtually no priority measures to improve the effectiveness of services, 
particularly in the congested peak periods, as a result buses are vulnerable to delays 
caused by road congestion 

It is likely that these same passenger expectations are representative of passenger 
preferences in the southwest metro study area and therefore a rapid transit network that can 
accommodate these elements will have a greater likelihood of success.  
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The criteria provide a discussion for the opportunities and constraints for all rapid transit 
corridors and modelled alignments that make up the recommended Southwest Metro rapid 
transit network. The criteria provide a further understanding of what the opportunities and 
constraints are likely to be for the operation of BRT/LRT on the recommended transit 
corridors and modelled alignments. 

6.3.2 Travel time savings 

A high level travel time assessment has been undertaken to determine the estimated total 
travel time for Corridor 1 for BRT and LRT operation. Assumptions have been made in 
relation to average BRT and LRT operating speeds. The estimated travel times for BRT and 
LRT have then been compared to the existing travel times for the same corridor during a 
typical AM peak period. 

The following assumptions have been made in relation to the average operating speeds for 
BRT/LRT, compared within local bus network speeds, operating in mixed traffic: 

 BRT/LRT average operating speeds: 20 km/h (includes acceleration/deceleration and 
dwell times) 

 Local bus average operating speeds: 15 km/h (assumes operation in general traffic) 

 
Source: Stirling City Centre Light Rail Feasibility Study – Phase 2 - 30 June 2010 

Travel times have been assumed to be the same for BRT and LRT, assuming similar 
maximum operating speeds and dwell times at stops. 

Table 6.9 Travel time savings 

Travel Time Comparison 

 Rapid Transit Corridor 

 
Fremantle 
– Canning 

Bridge 

Fremantle -
Murdoch 

Cockburn 
Central – 
Cockburn 

Coast 

Murdoch – 
Canning 
Bridge 

Cockburn 
Coast - 

Murdoch 

Cockburn 
Coast - 

Fremantle 

Total corridor length 
(km): 

12.4 11.8 14.6 9.5 14.1 5 

Operating speed 
(km/h) – BRT/LRT: 

20 20 20 20 20 20 

Operating speed 
(km/h) – local bus: 

15 15 15 15 15 15 

BRT/LRT Total travel 
time (minutes): 

37 35 44 29 42 15 

Local bus travel times 
(minutes): 

50 47 58 38 56 20 

Percentage reduction 
for BRT/LRT 

26% 26% 24% 24% 25% 25% 

 
 

Based upon the high level travel time saving estimates presented in Table 6.9, the following 
conclusions can be made: 

 BRT/LRT are likely to result in similar travel times for each of the rapid transit corridors, 
as a result of the same average operating speed of 20km/h being assumed 

Role of public transport in delivering productivity outcomes
Submission 39 - Attachment 1



 

Southwest Metro Rapid Transit Network Study - Recommendations Report 

 

PARSONS BRINCKERHOFF  2136857C-RPT-001C-RD Page 88 
 

 Travel time savings in the order of 24-26% are likely to be achieved on each of the rapid 
transit corridors, when compared to the travel time of local bus travel operating with 
general traffic, however this is conditional upon the following: 

o The length of segregated running way that is provided compared to mixed traffic 
running along the corridor 

o The improvements made to wait times and boarding times as a result of improved 
frequencies, collection of fares and number of doors available for boarding 

o The level of priority allocated to BRT/LRT at traffic signals in comparison to local 
bus services 

 
Travel time comparisons between BRT/LRT and local bus require further detailed 
investigation for each of the rapid transit corridors, once each of the factors mentioned above 
are understood in greater detail.  

6.3.3 Topographical constraints 

The topography of the potential alignment within all corridors has been investigated to 
determine the likely impacts associated with running transit vehicles within each of the 
corridors. The key focus of this assessment relates to the operation of LRT vehicles on the 
alignment. As outlined in the Design Standards Working Paper for the Central Northern 
Corridor LRT system, the maximum grade specified for LRT vehicles is 6% (in exceptional 
cases up to 8% for a maximum length of 250m along a straight alignment). 

Table 6.10 Topographical constraints 

Topographical constraints 

 Rapid Transit Corridor 

 
Fremantle 
– Canning 

Bridge 

Fremantle 
-Murdoch 

Cockburn 
Central – 
Cockburn 

Coast 

Murdoch – 
Canning 
Bridge 

Cockburn 
Coast - 

Murdoch 

Cockburn 
Coast - 

Fremantle 

Total corridor length 
(km): 

12.4 11.8 14.6 9.5 14.1 5 

Maximum grade (%): 7% 7% 7% 7% <6% <6% 

Location of maximum 
grade: 

Canning3 
Hwy  

South St4 
Beeliar 

Drv5 
Riseley 

St6 
- - 

 
The following key points have been made in relation to the topographical constraints on the 
rapid transit corridors: 

 The desirable grade for LRT running (i.e. 6%) has been exceeded on four of the six 
rapid transit corridors, which may create constraints that need to be further assessed in 
relation to the operation of LRT in the future, however it is worth noting the following: 

o The design standards allow for LRT to operate on 8% grades for short, straight 
sections, however this would be dependent on further detailed studies 

 
 
3 Between Preston Point Road and Williams Road 
 
4 Between Stock Road and Collick Street 
 
5 east of Birchley Road 
 
6 Between Portree Way and Grimsay Road 
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o There may be potential to reduce the severity of the grade through earthworks to 
meet the desirable grade requirements, however this is likely to increase the cost 
of providing LRT on these corridors 

o Further detailed alignment studies are required to determine the construction and 
cost constraints associated in providing LRT on these corridors. 
 

 The Cockburn Coast to Fremantle and Cockburn Coast to Murdoch corridors have 
grades within 6% and would therefore not be limited to operating LRT based on 
topographical constraints.  

 The east and west bound lanes on Canning Highway are split vertically at certain 
locations, which would cause design challenges and cost escalation if rapid transit was 
recommended in the central median along this alignment 

It should be noted that the corridors where road grades exceed 6% are not necessarily 
unable to accommodate LRT; however the constraints and construction cost risks are likely 
to be greater in order to meet operational requirements. Further investigation is therefore 
required to assess these potential constraints. 

6.3.4 Alignment to policies/strategies 

A review of the key differences between the recommended Southwest Metro Rapid Transit 
network from this study compared with the Stage 1 (2020) and Stage (2031) southwest 
metro area rapid transit network has been undertaken. The key differences between the two 
have been highlighted, with the opportunities discussed.  

 

 
Figure 6.9 Draft 2031 Public Transport Plan for Perth – Proposed Stage 1 (2020) 
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The following key additions in the 
recommended Southwest Metro Rapid 
Transit Network study compared to the 
Stage 1 draft 2031 plan, include: 

 Rapid transit on entire Fremantle 
to Canning Bridge Station 
corridor 

 Rapid transit on entire Fremantle 
to Murdoch corridor 

 Rapid transit on entire Murdoch 
to Canning Bridge corridor 

 Rapid transit on Cockburn Coast 
to Cockburn Central corridor 

 North-south rapid transit link 
between Spearwood and 
Kardinya Park Shopping Centre 

 
Short sections of BRT are recommended 
on key sections of the Southwest Metro 
study rapid transit corridors before 2020 
in the Stage 1 draft 2031 plan 
 
BRT is recommended on the Cockburn 
Coast to Fremantle corridor before 2020 
in the Stage 1 draft 2031 plan 

 
Figure 6.10 Recommended Southwest Metro Rapid Transit Network 

 
 
 

 
 

Figure 6.11 Draft 2031 Public Transport Plan for Perth – Proposed Stage 2 (2031) 
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The following key additions in the 
recommended Southwest Metro Rapid 
Transit Network study compared to the 
Stage 2 draft 2031 plan, include: 

 Rapid transit on entire Fremantle 
to Canning Bridge Station 
corridor 

 Rapid transit on entire Murdoch 
to Canning Bridge corridor 

 North-south rapid transit link 
between Spearwood and 
Kardinya Park Shopping Centre 

 
Short sections of BRT are recommended 
on key sections of the Southwest Metro 
study rapid transit corridors before 2020 
in the Stage 2 draft 2031 plan 
 
BRT is recommended on the Cockburn 
Coast to Fremantle corridor at 2020 in the 
Stage 2 draft 2031 plan 
 
There has been no recommendation for 
LRT within the Stage 2 draft 2031 plan, 
apart from references to consideration for 
LRT after 2031 on the Fremantle to 
Cockburn Central corridor, via Cockburn 
Coast. 

 
Figure 6.12 Recommended Southwest Metro Rapid Transit Network 

 
 

Directions 2031 and Beyond - Planning Policy 

Alignment with the Directions 2031 and Beyond framework and strategic plan has been 
achieved as a result of recommending a rapid transit network that links existing and future 
strategic metropolitan centres, secondary centres, specialised centres and district centres 
with each other. 
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6.3.5 Development catalyst and value uplift 

Numerous studies have examined the positive relationship between rail transit and property 
development. These studies have shown that transit can attract development and increase 
values for nearby property. It is also noteworthy that the concept of using rail to catalyse 
development of land was the underlying premise for the numerous privately developed tram 
lines in the first half of the twentieth century.   

The findings of studies on value uplift show the effect of rail on land value is considerable.  
For example, a study in 2002 showed the value of commercial property in Santa Clara 
County, California (US) was 23 per cent higher near light rail and 120 per cent higher near 
commuter rail. (Cervero, R. et al. "Transit's Value Added: Effects of Light Commercial Rail 
Services on Commercial Land Values," Presented at TRB Annual Meeting, 2002).   

Two major factors that influence the impact of rail transit on nearby property are network’s 
regional connectivity and the frequency of service.  The principal benefit of being located 
near transit is the access it offers to other places.  The more extensive the network, the more 
benefits there will be to surrounding property.  Better accessibility is also a function of more 
frequent transit service, thus this factor has a positive impact on property development and 
value.   

Other key factors include healthy real estate market conditions, supportive land use policy 
and traffic congestion (Cervero, et al, Report 102, Transit Cooperative Research Program, 
2004).  Realistically, infill development is challenging and generally incurs higher costs for 
the developer.  In some cases, the use that is the most profitable for a developer to build (the 
“highest and best use”) is not one that will support transit by stimulating ridership.  Thus, it is 
essential that the potential for transit dependent land uses being supported by local land use 
policy is relatively high.  The effects of congestion (e.g., lost time, fuel consumption costs 
and environmental impacts) can make transit a more appealing option. 

While an address near a rail station is a good one, there must also be potential for 
redevelopment within walking distance of the station in order for new development to be 
attracted. Thus it requires vacant or underutilised property to be located near the transit 
station. This can be indicated by the capital value of a property as a ratio to the land value of 
a property. It can also be indicated by the age of the structure (conversely, heritage areas 
are unlikely candidates) as well as the potential for amalgamation of multiple properties. 

From a developer’s perspective there are several ways that transit can have a positive 
impact on development opportunities of which the transit premium is only one.  Other 
advantages include the following: 

 Marketability – transit is a desirable amenity that enhances the appeal of a nearby 
property to potential buyers or tenants. 

 New sites – sites that previously were undevelopable due to potential traffic impacts 
become viable due to availability of transit as an alternative to automobile trips.  In 
addition, land that would otherwise be developed for regional roadways may become 
available for development.  

 Density  – proximity to transit makes it possible to provide less parking per unit thus 
supporting higher densities 

 Financial feasibility of higher density – since higher prices and rents can be obtained; 
the higher costs to build higher density development can be justified. 
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While there is emerging evidence that proximity to BRT stations can increase property 
values, there is limited evidence of BRT inducing new development compared to LRT. The 
challenge with BRT is there are too few examples compared with rail to give developers 
certainty of potential benefits. Excepting some projects in Brisbane, BRT is too new of a 
mode to have a ‘track record’ so developers tend to consider it into the same category as 
conventional bus.  In North American BRT projects, real estate development also tends to be 
more secondary than it has been with LRT.    

Regardless of mode of rapid transit, key measures in attracting development will be the local 
travel market and the development plans and policies that underpin the station areas. 
Potentially, if the state and local policy makers embrace BRT, put in locations with supportive 
plans and incentives at stops, the potential for development with BRT will improve.  In 
particular, this would require stations being located in areas that are ‘ripe for redevelopment’ 
as opposed to lower density areas that are likely to remain unchanged.  In addition, the 
experience of the government in leveraging projects from transit investments would also be 
critical. 

A high level review of the six recommended rapid transit corridors indicates the following key 
areas that are undergoing or can be considered for redevelopment.   

1. Fremantle to Canning Bridge 

 Fremantle CBD Westgate precinct 
 Fremantle East End precinct 
 Canning Bridge precinct. 

 
2. Fremantle to Murdoch  

 Murdoch precinct 
 Fremantle CBD Westgate precinct 

 
3. Cockburn Coast to Cockburn Central 

 Cockburn Coast district 
 Watsonia Meat Factory precinct. 

 
4. Murdoch to Canning Bridge 

 Canning Bridge precinct 
 Murdoch precinct. 

 
5. Cockburn Coast to Murdoch 

 Cockburn Coast district 
 Murdoch precinct. 

 
6. Cockburn Coast to Fremantle 

 Cockburn Coast district 
 Douro Road/Hampton Road precinct 
 Fremantle CBD Westgate precinct. 

 
It is clear from the summary above that the major redevelopment opportunities are 
concentrated at the east and western edges of the network.  Major redevelopment 
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opportunities within the central portion of the network are not apparent based on current 
council strategies.   

6.3.6 Network integration 

Network integration in the context of this study relates to the enhanced network effect that a 
rapid transit network will provide for the Southwest Metro area, through the following ways: 

 Linking high quality BRT/LRT transit with heavy rail and local bus services. 

 Providing service frequencies and service spans that are comparable to heavy rail to 
improve the coordination between modes, reducing the impact of transfer penalties. 

 Improving accessibility within, to/from outside of the southwest metro area, by 
increasing the number and attractiveness of integration opportunities. 

 
The opportunities and constraints associated with the network integration for the 
recommended Southwest Metro Rapid Transit Network has been outlined below. 

Opportunities: 

 Direct rapid transit to bus/rail transfer at Canning Bridge, Murdoch, Cockburn Central 
and Fremantle Stations. 

 Rapid transit to rapid transit transfers at key activity centres within the Southwest metro 
area to provide high quality transfers and direct connections. 

 Rapid transit to local bus transfers at key activity centres and local bus stops located on 
the rapid transit network to provide greater penetration into the residential areas in the 
Southwest metro area that are not serviced within 400m of rapid transit. 

 To reduce the impact of transfer penalties, rapid transit frequencies need to be similar to 
connecting rail service frequencies and spans of service. 

 Increased attractiveness for passengers to use rapid transit to connect with rail, rather 
than using park and ride facilities at rail stations and parking within the CBD, due to the 
improved travel time reliability associated with rapid transit. 

 Improvements to rail service frequencies and service spans is also likely to improve 
network integration for the recommended rapid transit network, to improve the 
attractiveness for transfers to be made from rapid transit to rail. This is of particular 
consideration for the Fremantle line, where the frequency is longer when compared to 
the Mandurah rail line. 

Constraints: 

 Transfer penalties will be a factor for passengers changing modes to access CBD or 
other destinations on the network, however the impact of this can be minimised through 
comparable service frequencies and service spans for the rapid transit when compared 
to rail. 

 Capacity and ease of integration is a factor at each of the proposed rapid transit 
interchanges, with Canning Bridge station likely to have capacity constraints as an 
increased number of services are using this interchange. It should be noted that a study 
is currently underway to investigate the feasibility for this station to be upgraded to 
increase the capacity for bus interchanges. 
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6.3.7 Linking to a broader network  

The draft 2031 public transport plan for Perth provides a discussion about the need for light 
rail project proposals to address the following requirements in addition to other patronage 
related warrants discussed below: 

 The need should be demonstrated for how LRT project proposals are consistent with, 
and can be effectively expanded into, a broader network. 

 To ensure consistent use of technology to maximise operational flexibility and synergies 
across the network. 

 Detailed master planning and a business case would also be required 

A discussion is provided below for the opportunities and constraints that exist for the 
proposed Southwest Metro rapid transit corridors in terms of the ability for each corridor to 
link into a broader network, with a particular focus on LRT. 

Opportunities: 

 Opportunity to realise cost savings on maintenance / spares, etc. if all elements are 
consistent. 

 Opportunity to see technology proven (or not) on other lines before new infrastructure is 
proposed in the Southwest Metro area for example. 

 Public view of a bigger network has perception advantages within the community. 

 Supporting development that encourages increased densities by integrating high quality 
rapid transit. 

 Distributing benefits across communities, rather than only focusing on central areas 
such as a 15km radius of the Perth CBD. 

Issues: 

 As with any technology, over time and with potentially separate entities undertaking 
procurement, there is the potential that the characteristics differ in the same region (i.e. 
LRT with two different sized vehicles as a simple example, or different internal 
technologies which are not compatible such as signalling or power).  

 Unlinked LRT lines will need to ensure that there are appropriate provisions in place for 
maintenance and stabling. This is of particular concern where a vehicle might not be 
able to travel along the lines to reach the depot. 

 Different branding to the system may occur with two separate networks which can 
create confusion for passengers and additional costs to authorities operating the 
network. 

 Consistency is required in the approach to the provision of stops, equipment, branding, 
to ensure that public transport is the focus and consistent for the passenger. 

 Separate (unconnected) lines potentially creates the requirement to change modes. 

 
In general, the main opportunities that exist for providing a network are around the 
economies of scale, especially for maintenance in the longer term, as well as the 
opportunities with later stages of having “proven” technologies and outcomes. 
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It is worth noting that the mode recommendations for each of the Southwest Metro rapid 
transit corridors will influence this discussion further, depending upon whether one, some or 
all of the rapid transit corridors are recommended to operate as LRT. For example if only one 
of the six corridors is recommended for LRT, then it is likely that this link would be in isolation 
to the remainder of the proposed LRT network in Perth and therefore not link with each 
other. Alternatively if multiple corridors in the Southwest metro area are recommended for 
LRT, then the opportunity for a separate network of LRT lines is created in this area that 
could operate as a network on its own outside of the CBD.  

6.3.8 Active transport integration  

The opportunities and constraints associated with the integration of active transport modes, 
such as walking and cycling within each of the recommended rapid transit corridors have 
been discussed in the table below. The Perth Bike Map Series maps were sourced from the 
Department of Transport website, for the southwest metro study area to provide an 
understanding of the following cycling and shared path routes: 

 Perth Bicycle Network (PBN) 

 Principal shared path 

 Bicycle lanes or sealed shoulders 

 Shared path. 

Opportunities: 

 There are bicycle lanes available on sections of roadway leading to key stations along 
the Fremantle to Canning Bridge corridor, (i.e. Stock Road, north of Canning Highway, 
North Lake Road, Reynolds Road and Riseley Street). 

 There are bicycle lanes/sealed shoulders suitable for cyclists on sections of roadway 
leading to the South Street corridor, (i.e. McCombe Avenue, Murdoch Drive, Gilbertson 
Road and Windelya Road). 

 There is an existing shared pedestrian and cyclist path located on the eastern side of 
Murdoch Drive. There are also shared user paths on the approaches to Riseley Street 
and Murdoch Drive providing active transport accessibility to potential rapid transit 
stops/stations at these locations. 

 There is an existing shared pedestrian and cyclist path located on the southern side of 
Beeliar Drive. There are also shared user paths on the approaches to Beeliar Drive at 
Osprey Drive and Spearwood Avenue providing active transport accessibility to 
potential rapid transit stops/stations at these locations. 

 It is important to consider the need for stations and stops to be located with 
consideration for cycle and pedestrian access via signalised pedestrian crossings. 

 Further consideration should be given to cycle and pedestrian access to the rapid transit 
network in the detailed alignment studies that are required to further assess the rapid 
transit alignments and running ways. 

Constraints: 

 If rapid transit is recommended as central median running ways it may result in 
increased safety risks for pedestrians and cyclists accessing rapid transit services, in 
order to access stations/stops. 
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 Many of the corridors that have been recommended for rapid transit do not currently 
have cycle lanes available, which is likely to reduce the appeal for residents to cycle to 
rapid transit connections. 

6.3.9 Corridor reservation availability:  

A broad assessment of the suitability of the alignments reservation to accommodate 
BRT/LRT rapid transit has been undertaken by discussing the opportunities and constraints 
within the key sections identified along the corridors, based upon the potential running way. 

The following requirements in relation to typical LRT cross sections are outlined in the 
Design Standards Working Paper for the Central Northern Corridor LRT system, prepared by 
Aurecon in January 2011: 

Light Rail Typical Cross Sections: 

Central Median Operation: 

 Segregated running way: 7.2m minimum & 7.3m desirable typical cross section (two-
way) 

 Mixed traffic running way: 6.4m minimum & 6.7m desirable typical cross section (two-
way). 

Kerbside Operation: 

 Segregated running way: 3.4m minimum & 3.45m desirable typical cross section (one-
way) 

 Mixed traffic running way: 2.95m minimum & desirable typical cross section (one-way). 

 
Bus Rapid Transit Typical Cross Sections: 

Central and Kerbside Running: 

 Segregated running way: 3.5m minimum desirable typical cross section (one-way). 

Opportunities and Constraints 

The opportunities and constraints in terms of corridor reservation availability for each of the 
recommended rapid transit corridors are presented in Table 6.11. It is worth noting that the 
opportunities and constraints for corridor reservation ultimately depend on the following 
factors, which will need to be further investigated in separate studies: 

 The chosen alignment within the corridor (Note: for the purpose of this study a modelled 
alignment was selected, which was based upon the highest population within 800m 
either side of the alignment). 

 The preferred running way along the alignment (i.e. segregated or mixed traffic 
running). 

 The location of the running way (i.e. kerbside running or central median running). 

 The priority allocated to rapid transit at signalised intersections (i.e. how right turning 
traffic is separated from the rapid transit lane in central median running and left turning 
traffic from kerbside traffic running). 
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 The allocation of existing road space (i.e. understanding of the likely person flow 
through one lane by comparing person flow for rapid transit versus person flow for 
private vehicles in the same lane and direction). 

 Consideration for congestion levels within the roadway to determine the justification for 
segregation due to the level of importance in providing segregation for rapid transit. 

 Width and type of stations/stops proposed for the rapid transit. 

 Consideration for physical and topographical constraints and heritage structures within 
the road reserve. 

Table 6.11 Corridor reservation availability 

Corridor Opportunities Constraints 

Fremantle – 
Canning Bridge 

 The section of Canning Highway 
between Canning Bridge Station 
and Riseley Street is likely to 
warrant road space allocated to 
rapid transit, due to the number of 
bus services and subsequent 
person flow through this section, 
due to its proximity to the 
Booragoon bus interchange 

 Further investigation will be 
required to determine the 
road reserve availability for 
rapid transit to be provided 
on Canning Highway and 
Queen Victoria Street as 
existing roadway capacity 
may be required to be 
allocated to rapid transit in 
these sections 

Fremantle – 
Murdoch 

 The opportunity to utilise the new 
road link through the Fiona 
Stanley Hospital will provide direct 
access to the rail station, via the 
Hospital and Murdoch University 
precinct 

 This corridor will overlap with a 
short section of the Cockburn 
Coast – Fremantle corridor from 
South Street to Fremantle, 
assisting in justifying the case for 
rapid transit priority in this section 

 Short sections of South 
Street may require mixed 
running, where constraints 
exist in terms of the corridor 
reservation and no central 
median being available, 
however further 
investigation is required to 
determine the road reserve 
availability on South Street 

Cockburn Coast 
– Cockburn 
Central 

 Adequate road reserve is 
available within the road reserve 
on the majority of Beeliar Drive to 
accommodate segregated BRT or 
LRT rapid transit. Consideration 
will need to be given for central 
running versus kerbside running 
on this section 

 Short sections of Beeliar 
Drive may require mixed 
running, where constraints 
exist in terms of the corridor 
reservation and no central 
median being available 

 Rockingham Road will 
require further investigation 
in terms of road reserve 
availability or potential to 
allocate existing road space 
to rapid transit 

Murdoch – 
Canning Bridge 

 This corridor will overlap with a 
short section of the Fremantle – 
Canning Bridge corridor from 
Riseley Street to Canning Bridge 
Station, assisting in justifying the 
case for rapid transit priority in 
this section 

 Murdoch Drive and Riseley 
Street will require further 
investigation in terms of 
road reserve availability or 
potential to allocate existing 
road space to rapid transit 

 The Leach Highway section 
of this corridor may require 
mixed running, however it 
should be noted that this is 
only a short section 
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Cockburn Coast 
– Murdoch 

 This corridor will overlap with a 
short section of the Fremantle – 
Murdoch corridor from Kardinya 
Park Shopping Centre to Murdoch 
Station, assisting in justifying the 
case for rapid transit priority in 
this section 

 Further investigation will be 
required to determine the 
road reserve availability for 
rapid transit to be provided 
on Rockingham Road, 
Phoenix Road and North 
Lake Road, as existing 
roadway capacity may be 
required to be allocated to 
rapid transit in these 
sections 

Cockburn Coast - 
Fremantle 

 Existing bus lanes available on a 
1km section of Hampton Road 

 Market Street constrained by road 
reserve width, however 
opportunity may exist to 
investigate an alternative route 
to/from the Fremantle Station 
through the CBD 

 

 South Terrace is 
constrained due to on-kerb 
car parking 

 Congestion is an issue on 
Hampton Road between 
Rockingham Road and 
Douro Road and would 
therefore require road 
widening and potentially 
land acquisition or loss of 
roadway capacity 
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7. Patronage forecasting assessment 

A high level patronage forecasting assessment has been undertaken to provide an 
understanding for the patronage potential for the recommended Southwest Metro Rapid 
Transit network for BRT and LRT. 

It was initially proposed that the STEM model would be used to forecast patronage for each 
of the corridors, however this did not occur for the following reasons: 

 The STEM model is the intellectual property of the Department of Planning (DoP) and is 
not distributed to consultants to undertake forecasting work. 

 Due to the time constraints associated with the completion of this study (to meet the 
DOT submission deadline of 15 October); there was insufficient time available for DoP 
to undertake the forecasting task of the recommended rapid transit network options. 

It should be noted however that a number of key inputs were sourced from the STEM, 
including: 

 Land use forecasts for 2031 

 Household trip rates 

 Public transport mode share data. 

Methodology 

The key steps of the assessment methodology are presented in Figure 7.1 and then 
discussed in further detail below. 
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Confirm locations of 
rapid transit corridors 

Identify catchments of 
rapid transit corridors 

Identify STEM zones 
within catchments 

STEM 

2031 zonal land use 
forecast from STEM 

Review/update land 
use for core activity 

centres 
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shares improvements 

along rapid transit 
corridors  

Estimate 2031 rapid 
transit patronages 

Benchmark 
analysis 

Assumptions on PT 
shares without rapid 

transit 

Check 

 
 

Figure 7.1 Patronage forecasting methodology 

 

The more detailed description of the methodology used to complete the patronage 
forecasting task has been outlined below: 

 Once the locations of the proposed rapid transit corridors were confirmed, an 800m 
buffer on either side of each modelled alignment was defined as the catchment where 
the residents are most likely to use public transport service provided along each 
corridor.  

 A STEM zone boundary map was obtained from the Department of Planning (DoP). By 
overlaying the corridor catchments on the STEM zone boundary map using GIS tool, 
the STEM zones within the defined corridor catchments were identified as shown in 
Figure 7.2. 

 The 2031 land use forecast used by the STEM zones was used as the initial basis. It 
was further reviewed and updated for some of the STEM zones that represent core 
activity centres in the study area, where more detailed land use forecast information 
was known (i.e. Cockburn Coast district). 
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 The likely number of trips generated by the relevant STEM zones is based on the 
number of households in the catchments and the daily trip rate of 6.24 per household 
adopted by the STEM.  

 The STEM estimates an average Public Transport (PT) mode share of 5-6% across the 
entire Perth region. It is reasonable to expect that the PT mode share for the zones 
within the catchments of the defined corridors would be slightly higher. Therefore, we 
assumed a base PT mode share of 7% for the corridor catchments. This assumption 
has been based upon the fact that the PT mode share used in the STEM also 
represents areas with little or no public transport in Perth, whereas the Southwest Metro 
area has a strong established public transport network existing. 

 In order to factor up the base PT mode share to account for the improved rapid transit 
network, research was used from the Melbourne SmartBus network, which showed 50-
60% more passengers per veh/km than the conventional bus system7. On that basis it 
was assumed that a BRT system would increase the PT mode share from 7% to 10%. 
As a LRT system is considered to be superior to a BRT system and more similar to 
heavy-rail, we assumed a further increase in PT mode share to 12% for LRT.  

 All six of the recommended rapid transit corridors serve the major rail stations within the 
study area and the majority of the rail users at these stations arrive by transfer 
according to the STEM. Therefore an assumed nominal uplift of 2-3% in PT mode share 
along these corridors was used to further refine the forecasting to take into account the 
network effect that is likely to occur as a result of high quality rapid transit connections 
to the heavy rail lines. 

 The assumed PT mode shares were then applied to the populations within each of the 
corridor catchments to determine an estimated daily passenger boardings total on each 
corridor. 

 Additional patronage was added onto the Cockburn coast to Fremantle corridor to 
account for potential transfers from BRT and local bus onto the BRT/LRT at Cockburn 
Coast. This assumption was based upon the fact that the network may be consolidated 
by providing an interchange at Cockburn Coast, to avoid operating all services from the 
south into Fremantle. Journey to work data was used to determine the proportion of 
passengers travelling from the City of Cockburn to the City of Fremantle each day. 

 The boardings per day figures were then divided by the corridor length to determine the 
patronage density (boardings/km). This measure was calculated to provide a better 
indication for the efficiency of the rapid transit corridor, in terms of boardings generated 
per kilometre. 

 A benchmarking analysis was then undertaken to provide a comparison of the rapid 
transit patronage figures against interstate and international existing BRT and LRT 
lines. A comparison was also provided with the 2031 STEM patronage figures by 
corridor, as shown in the draft 2031 transit plan. 

Note: The patronage forecasting approach has been undertaken at a high level, in the 
absence of the STEM model and is primarily based on population within the corridor 
catchments. To compliment this high level assessment the number of employment positions 
held within each corridor catchment (i.e. 800m either side of the modelled alignment), has 
been calculated for 2031 for each of the corridors to use for discussion purposes.  

 
  
 
 
7 Understanding ridership drivers for bus rapid transit systems in Australia, World Transit Research, Currie & 

Delbosc, 1-1-2010 
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Figure 7.2 Rapid transit corridor catchments 
 

Results 

The results of the patronage forecasting assessment are presented in Table 7.1 and provide 
an indication for the likely BRT/LRT boardings on each of the six recommended rapid transit 
corridors and the patronage density along these corridors, by taking into account the length 
of each corridor. The patronage density (boardings/km) provides a more comparable 
representation of the patronage efficiency of each of the six corridors. 
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Table 7.1 Patronage forecasting results 

Patronage forecasting results (BRT/LRT) 

 Rapid Transit Corridor 

 
Fremantle 
– Canning 

Bridge 

Fremantle 
-Murdoch 

Cockburn 
Central – 
Cockburn 

Coast 

Murdoch – 
Canning 
Bridge 

Cockburn 
Coast - 

Murdoch 

Cockburn 
Coast - 

Fremantle 

Ranking 
(boardings/km) 2 4 6 3 5 1 

Corridor Length 12.4 11.8 14.6 9.5 14.1 5 

BRT boardings 16,826 11,532 10,168 10,494 11,100 9,571 

BRT boardings/km 1,357 977 696 1,105 787 1,914 

LRT boardings 19,414 13,522 12,834 12,108 12,807 11,618 

LRT boardings/km 1,566 1,146 879 1,275 908 2,324 

 
The number of employment positions located within 800m either side of the modelled 
alignments for each corridor is presented in Table 7.2. 

Table 7.2 Employment within the corridor catchments 

Patronage forecasting results (BRT/LRT) 

 Rapid Transit Corridor 

 
Fremantle 
– Canning 

Bridge 

Fremantle 
-Murdoch 

Cockburn 
Central – 
Cockburn 

Coast 

Murdoch – 
Canning 
Bridge 

Cockburn 
Coast - 

Murdoch 

Cockburn 
Coast - 

Fremantle 

Ranking (Jobs/km) 3 2 6 4 5 1 

Employment 
positions per 
corridor 

26,612 37,976* 8,912 17,282* 18,798* 21,507 

Employment 
density 
(Jobs/km) 

2,146 3,218* 610 1,819* 1,333* 4,301 

 
*The number of employment positions was sourced from the 2031 STEM land use forecast 
data and appears to be conservative in relation to the number of positions forecast for the 
Murdoch precinct. The Western Australian Planning website states that there is a potential 
for in the order of 35,000 employment positions within the Murdoch precinct8. 

  

 
 
8 http://www.planning.wa.gov.au/656.asp 
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The following conclusions can be drawn from the forecasting results presented in Table 7.1: 

 The Cockburn Coast to Fremantle and Fremantle to Canning Bridge corridors recorded 
the highest patronage per kilometre figures respectively and also ranked highly in terms 
of employment positions per kilometre (1st and 3rd respectively) 

 Murdoch to Canning Bridge and Fremantle to Murdoch also ranked well in terms of 
boardings per kilometre, however these boardings figures are likely to be conservative, 
given the high number of employment positions within the corridors due to the Murdoch 
precinct 

 Cockburn Coast to Murdoch and Cockburn Central to Cockburn Coast ranked towards 
the lower end of the scale for boardings per kilometre and also for the number of 
employment positions per kilometre. 

Recommendations have been developed below, using the patronage forecasting results and 
employment positions per corridor as one of the elements in determining the recommended 
mode for each corridor on the recommended Southwest Metro Rapid Transit Network.  

Accessibility 

In assessing each of the corridors in the Southwest Metro Network as well as the modal 
options, it is important to understand the potential improvements in accessibility.   Since 
accessibility is an outcome of our transportation decisions, it can be a useful measure of the 
quality of a transportation network.  Accessibility is the ease of reaching valued destinations.  
As such, measuring accessibility to key destinations including jobs, shops, schools, 
education and entertainment shows the benefits of a transportation system.   

As importantly, accessibility creates value and can be used to assess the potential degree of 
property value uplift that may occur from alternative investments.  Capturing a portion of this 
value can help to finance the construction, maintenance and operation of the transport 
network which provides this access. 

Accessibility attracts development and infrastructure creates accessibility.  In those areas 
where a person can reach the most activities in the shortest amount of time, both building 
density and market rates, including rents and sales, are higher.  Accordingly, land is at a 
premium within CBDs.    

Transportation investments are typically based on another metric referred to as mobility or, 
how fast we can move along a network between places.  The most common measure of 
mobility is congestion which has become embedded as the fundamental problem facing our 
transportation network.  Another common mobility metric is used for transit systems, which 
typically look at inputs such as patronage.    

While mobility, congestion and patronage are significant issues, a more appropriate measure 
for economic impact is to consider the output of transportation networks - accessibility.  
Accessibility measures the primary purpose of metropolitan areas – enabling people to reach 
each other and other places.    

To better allocated scarce resources, decision makers should consider accessibility. There 
are many accessibility metrics available.  However, as it is imperative that a metric be 
comparable across locations and be easily understood, the number of jobs that can be 
reached from a location, such as a residence, within 30 minutes during the morning peak, is 
most frequently used as a proxy for accessibility. 
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By integrating the findings in Table 7.1 – Travel Time Comparison and Table 6.9 – 
Employment within Corridor Catchment, improvements in accessibility can be understood. Of 
note, is the significant reduction in total travel time (from 47 minutes by bus to 35 minutes by 
BRT/LRT) along the Fremantle Murdoch corridor as well as the approximately 35,000 
potential jobs in the Murdoch precinct.  This indicates a significant improvement in the 
transportation network by introducing BRT/LRT on that corridor.   

Also of note is the relatively high employment density of employment in the Cockburn Coast 
Fremantle corridor.  As indicated in Table 7.2, the corridor exhibits the highest employment 
density per kilometre of BRT/LRT, highlighting the improvement to accessibility by investing 
in this corridor.    

Benchmarking 

A benchmarking analysis was undertaken to compare the forecast patronage figures for 
each of the six recommended rapid transit corridors with existing Interstate and International 
BRT/LRT lines. This comparison is presented in Table 7.3. 

Table 7.3 Boardings comparison with existing BRT/LRT 

Comparison to Interstate and International BRT/LRT patronage 

 
Corridor 
Length 

(km) 

Daily 
Boardings 

(BRT) 

Boardings 
Density 
(BRT) 

Daily 
Boardings 

(LRT) 

Boardings 
Density 
(LRT) 

Southwest Metro 
Corridors (lowest-
highest) 

5 - 14.6 
9,571 – 
16,826 

696 – 1,914 
11,618 – 
19,414 

879 – 2,324 

Portland Streetcar 6.5 - - 11,000 1,700 

Seattle Streetcar N/A - - - 1,000 

Adelaide Tram 15.0 - - 14,000 933 

Blue Line MAXX 28.8 - - 66,300 2,302 

Red Line MAXX 8.8 - - 25,700 2,920 

Yellow Line MAXX 9.3 - - 13,600 1,462 

Salt Lake City, USA 17.0 - - 9,500 560 

Dubai, UAE 75 - - 59,347 791 

Manchester, UK 37 - - 55,00 1,486 

Montpellier, France 35 - - 190,000 5,428 

 
 

The patronage figure presented in the draft 2031 plan for the 2031 preferred public transport 
network scenario, as shown in Figure 7.3 are presented in Table 7.4 below and aligned to 
the corresponding forecast patronage results for the recommended rapid transit corridors. It 
should be noted that the patronage volumes presented in Figure 7.3 are the number of 
passengers per day travelling on a particular link within the network and therefore don’t 
represent the number of boardings attributable to that link, which is how the patronage 
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forecasting has been completed for the Southwest Metro Rapid transit network study. In 
considering these differences a comparison has however still been made between the two 
data sets, for discussion purposes only. These results are presented in Table 7.4. 

Table 7.4 Comparison with Draft 2031 Plan Patronage 

Comparison with Draft 2031 Plan Patronage 

 Draft 2031 Plan Forecast 

 
Southwest Metro 
Study Forecast 

(BRT/LRT) 
 

Canning Highway (east of 
Riseley St) 

10,000-30,000 passengers/day 
16,826 (BRT) / 19,414 
(LRT) boardings/day Canning Highway (west of 

Riseley St) 
3,000-10,000 passengers/day 

South Street (east of Murdoch 
Drive) 

10,000-30,000 passengers/day 
11,532 / 13,522 
boardings/day South Street (west of Murdoch 

Drive) 
3,000-10,000 passengers/day 

Riseley Street (north of 
Booragoon) 

3,000-10,000 passengers/day 
10,494 / 12,108 
boarding’s/day 

Cockburn Coast corridor (north 
of South Street) 

30,000-50,000 passengers/day 
9,571 / 11,618 
boardings/day Cockburn Coast corridor 

(south of South Street) 
3,000-10,000 passengers/day 

Beeliar Drive 3,000-10,000 passengers/day 10,168 / 12,834 
boardings/day 

 Rockingham Road 3,000-10,000 passengers/day 

 

The following conclusions can be drawn following a review of the data presented in 
Table 7.4: 

 Although the two sets of patronage data can’t be used for direct comparison purposes, 
the Southwest Metro Study forecast results are in the same order of magnitude as the 
draft 2031 plan forecasts. 

 It is recommended that STEM be used by the DOT to also extract boardings per day 
patronage figures for the future rapid transit scenarios in order to provide a closer 
comparison to the forecasting completed for the Southwest Metro study. 
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Figure 7.3 Draft 2031 Public Transport Plan for Perth – 2031 Patronage Forecast 
 

Department of Transport Warrants 

The warrants for provision of public transport priority have been summarised from the draft 
2031 public transport plan for Perth in order to compare against the forecast patronage on 
the recommended Southwest Metro Rapid Transit Network. 
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As stated in the draft 2031 plan, the following warrants for public transport priority on roads 
can be summarised as follows: 

 Queue jump lanes on approach to signalised intersections that is causing significant 
delays to buses: daily patronage should be more than 3,000 people. 

 Bus lanes are necessary where the speed and reliability of the service is being 
adversely impacted on a regular basis, not only through intersections but along the 
length of road. Services operating along these corridors should typically average 6,000 
passengers or more per day (i.e. not boardings, cumulative total of passengers 
travelling on the route, similar to what is shown in the 2030 transit plan patronage 
graphics) NOTE: in certain locations, such as through some town centres, bus lanes 
may be converted to kerbside parking during off-peak times to support local businesses. 
However, consideration will be given to regional and local accessibility and the ability to 
provide off-street parking as an alternative. Where a traffic lane has to be converted to a 
bus lane, the projected patronage of the planned facility should exceed 1,200 
passengers in the peak hour within 5 years of opening, which compares to the average 
maximum carrying capacity of a single lane of traffic. 

 Corridors with significantly higher forecast patronage, or with large growth potential, 
may justify a high capacity rapid transit system using a combination of conventional and 
articulated buses and/or light rail. These should be provided in a restricted access 
corridor with full transit priority to support the investment and to allow relatively 
unimpeded transit movement without the constraints of congested traffic or safety 
issues with turning vehicles. Initial patronage of 10,000 passengers per day, or 
generally 1,500-2,000 passengers in the peak hour, would be needed.   

The following points have been noted in relation to the warrants outlined in the transit plan, 
with reference to the patronage forecasting completed as part of the Southwest Metro Rapid 
Transit Network Study: 

 There have been no warrants defined in the draft 2031 plan for patronage density along 
corridors (i.e. boardings/km), which is the measurement that has been used to 
determine the relative patronage density along the six recommended rapid transit 
corridors. 

 The base case and 2031 public transport patronage figures presented on page 18 of the 
draft 2031 plan appear to provide a cumulative daily patronage figure on links within the 
southwest metro area, rather than the number of daily boardings generated on these 
links. 

 It is not clear from the draft 2031 plan as to whether the warrants for high capacity rapid 
transit are 10,000 passengers per day at opening of a line or at a single point on the 
line. 

In considering the warrants outlined in the draft 2031 plan, the following recommendations 
have been made in relation to the six rapid transit corridors recommended as part of the 
Southwest Metro Rapid Transit Study: 

 The forecast BRT/LRT daily boardings appear to meet the DOT requirements for queue 
jump lanes, bus lanes and high capacity rapid transit on all corridors apart from BRT on 
the Cockburn Coast to Fremantle corridor, as the forecast passengers per day is 
greater than 10,000 on all these corridors (refer to Table 7.1 above), however this 
conclusion fails to consider the density of the boardings by considering the length of 
route that it takes to generate that number of boardings. 
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  When considering boardings per kilometre the Cockburn Coast to Fremantle route 
generates the highest value of all six recommended rapid transit corridors for BRT and 
LRT, however can’t be compared to the draft 2031 plan warrants as there aren’t any 
available for this measure. 

 The lowest boardings per kilometre patronage densities are recorded on the Cockburn 
Central to Cockburn Coast corridor, which may reflect the lower population densities 
within this corridor and larger un-developed areas of land. 

 The highest three patronage densities were recorded on the following rapid transit 
corridors: 

o Cockburn Coast to Fremantle – recommended for BRT at 2020 in the draft 2031 
plan 

o Fremantle to Canning Bridge – recommended as future rapid transit (i.e. post 
2031) in the draft 2031 plan 

o Murdoch to Canning Bridge, via Booragoon – recommended as BRT in sections at 
2020 and 2031 in the draft 2031 plan. 
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8. High level costs and indicative benefits  

 
In order to compare BRT and LRT systems along the identified rapid transit corridors from an 
economic perspective, PB undertook a cost-benefit assessment (CBA) at the rapid appraisal 
level based on high-level costs and benefits. Following is a brief outline of our approach with 
undertaking the high level CBA. 

The CBA is based on the requirements for a rapid appraisal outlined in the Australian 
Transport Council’s National Guidelines for Transport System Management in Australia. The 
high level comparative economic CBA followed generally accepted discounted cash flow 
practices for calculating the benefit-cost ratio (BCR) based on 2031 patronage projections, a 
30 year evaluation period, and a 7% discount rate.   

Benefits of the BRT and LRT systems over and above a commuter bus service operating in 
mixed traffic conditions considered in vehicle travel time savings, wait time savings, benefits 
to induced patronage, accident cost savings, environmental impacts, and wider economic 
benefits to account for the expected productivity gains stemming from agglomeration in the 
major employment centres. The wider economic benefits are likely to be more attributable to 
LRT in comparison to BRT, due to the opportunities that are likely to be created through the 
LRT catalysing development around new stations. 

Implementation cost included right of way, rolling stock, and stations and stops. Allowance 
was made for operating and maintenance cost of infrastructure, rolling stock, as well as 
service overhead cost.  These costs were based on unit prices derived from recently 
completed projects in Australia and abroad. It should be appreciated that these costs could 
vary widely and were not corridor specific. 

Although the CBA was undertaken at a high level, and could therefore not provide conclusive 
evidence on economic viability or the preferred mode choice, it shows that the results 
compared relatively closely for the BRT and LRT modes. It also showed that that corridors 
linking Fremantle with Canning Bridge, Cockburn Coast and Murdoch has the highest priority 
from an economic perspective, in comparison to other corridors. 

The CBA assessment has therefore been used to inform the recommendations of the study, 
by providing an understanding for which corridors should be prioritised for further detailed 
investigation.
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9. Recommendations 

In addition to the recommended Southwest Metro Rapid Transit Network presented in Figure 
9.1, recommendations have also been made in relation to the mode of operation on each of 
the rapid transit corridors for the 2031 horizon year. Table 9.1 provides a summary of the key 
information used to develop the mode recommendations for each of the recommended rapid 
transit corridors. 

The two different types of modes that have been recommended include: 

 Bus Rapid Transit (BRT) – This includes higher quality rapid transit service operating 
along the recommended trunk rapid transit corridors, including segregated running on 
the roadway, priority at intersections, improved service frequencies and spans and 
higher quality stations and stops. 

 Light Rail Transit (LRT) – Similar high quality rapid transit service as described for 
BRT with light rail infrastructure and technology within the right of way. Enhanced 
opportunity for the rapid transit to catalyse development around the stations. 

  
 

Figure 9.1 Recommended Southwest Metro Rapid Transit Network 
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Table 9.1 Recommendations summary 

Mode Recommendations 

 Rapid Transit Corridor 

 
Fremantle – 

Canning 

Bridge 

Fremantle -

Murdoch 

Cockburn 

Central – 

Cockburn 

Coast 

Murdoch – 

Canning 

Bridge 

Cockburn 

Coast - 

Murdoch 

Cockburn 

Coast - 

Fremantle 

Recommended 
Mode (2031) 

BRT 
BRT to 
LRT* 

BRT BRT BRT 
BRT to 
LRT* 

Draft 2031 transit 
plan alignment 

Future 
Rapid 
Transit 
(post 
2031) 

BRT 
(2031) 

BRT 
(2031) 

Half BRT 
(2020/2031) 

No 
BRT/LRT 

BRT 
(2020) 

 
LRT 

potential 
post 2031 

Corridor Length 12.4 11.8 14.6 9.5 14.1 5 

BRT boardings/km 1,357 977 696 1,105 787 1,914 

LRT boardings/km 1,566 1,146 879 1,275 908 2,324 

Employment 
density 
(jobs/km) 

2,146 3,218 610 1,819 1,333 4,301 

Re-development 
potential 

East and 
west ends 

East and 
west ends 

East and 
west ends 

Around rail 
stations 

East and 
west end 

Along 
entire 

corridor  
 

*These recommendations have been based upon incremental staging from BRT to LRT on 
the Fremantle to Murdoch and Cockburn Coast to Fremantle corridors. The 
recommendations for incremental staging to LRT on these corridors were formed through 
consideration for a number of factors, as investigated as part of the Southwest Metro Rapid 
Transit Network Study: 

 High level costs and indicative benefits assessment 

 Patronage forecasting  

 Investigation into the employment potential within rapid transit corridors 

 Opportunities for LRT to catalyse development  

 Accessibility benefits  
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The following discussion has been provided to support the recommendations presented in 
Table 9.1: 

Corridor 1 – Fremantle to Canning Bridge  

This corridor has been recommended for BRT in 2031, based upon the level of patronage 
forecast along this corridor, which can be primarily attributed to the population density and 
catchment living within 800m either side of the modelled alignment of Canning Highway. 
There is a level of re-development potential identified within the Canning Bridge, Fremantle 
CBD Westgate and Fremantle East-end precincts, however minimal other opportunities 
along the corridor, apart from increases to residential densities. 

The high level costs and indicative benefits assessment indicated that this corridor ranked 
within the top tier (i.e. top three ranking corridors) in terms of the costs versus benefits for 
BRT and LRT.  

This recommendation conflicts with the draft 2031 plan, which identified BRT on the section 
of Canning Highway between Canning Bridge and Reynolds Road at 2020. It is therefore 
recommended that further investigation be undertaken to determine the viability for a BRT 
along the entire length of this corridor. 

Broader network opportunities also exist through the development of this corridor as BRT, 
through onward connections to Curtain University as identified in the draft 2031 plan. 

Other considerations that need to be taken into account along this corridor is the proposed 
development of Canning Bridge rail station to improve access for buses and pedestrians, 
which would facilitate the potential for a BRT interchange to rail that provides a direct high 
quality transfer for onward travel to the CBD. 

This corridor also needs to be considered in relation to its importance in providing a direct 
access for the Southwest Metro area to the Mandurah rail line and also further onwards to 
the Perth CBD. The absence of park and ride spaces at Canning Bridge Stations further 
warrants the justification for a rapid transit corridor from Fremantle to Canning Bridge to 
encourage ridership and improve transfers to therefore reduce the attractiveness in using a 
private vehicle to travel to a park and ride station or onwards to the Perth CBD. 

LRT was not recommended on this corridor due to the level of employment opportunities 
within the corridor, with the exception of the Fremantle CBD, which limits the accessibility 
benefits that could be achieved through this mode. 

Corridor 2 – Fremantle to Murdoch  

The Fremantle to Murdoch corridor was recommended as an initial BRT with incremental 
staging to LRT at 2031. Due to the level of employment and re-development potential 
available at the Murdoch Activity Centre, substantial accessibility benefits within the study 
area can be attained. 

It is recognised that the patronage density is not as high as some of the other rapid transit 
corridors, however the high concentration of proposed employment at the Murdoch Activity 
Centre (in the order of 35,000 jobs9) contributes to justifiying the recommendation for LRT in 
2031. A review of the number of employment positions within this corridor in comparison to 

 
 
9 http://www.planning.wa.gov.au/656.asp 
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the other corridors supports this recommendation. It is recommended that the 2031 land use 
and employment forecasts be reviewed by DoP and incorporated in the STEM modelling 
with a particular focus on the assumed number of employment positions within the Murdoch 
precinct. 

The high level costs and indicative benefits assessment indicated that this corridor ranked 
within the top tier (i.e. top three ranking corridors) in terms of the costs versus benefits for 
BRT and LRT.  

This recommendation aligns with the Stage 2 draft 2031 plan, for BRT along the corridor, 
however the Stage 1 plan only recommended BRT between Murdoch Drive and Murdoch. It 
is therefore recommended that further investigation be undertaken to the opportunity to 
provide rapid transit along the entire length of this corridor. The incremental change to LRT 
is not recommended in the draft 2031 plan and therefore does not align with the 
recommendation outlined in this report. 

Broader network opportunities also exist through the development of this corridor as BRT 
and LRT, through onward connections to Southlands and Canning Vale as identified in the 
draft 2031 plan. 

Another consideration that needs to be taken into account along this corridor is the new link 
road which is currently under construction through the new Fiona Stanley Hospital. It is 
recommended that further investigation be undertaken to use this link road as the alignment 
for the BRT to provide greater penetration into the new Hospital and the University. It is 
however recommended that further investigation be undertaken into the preferred alignment 
for this corridor. 

Corridor 3 – Cockburn Central to Cockburn Coast  

This corridor has been recommended as BRT in the 2031 scenario. The patronage forecast 
along this corridor is the lowest of all six corridors, which is most likely due to the lower 
density residential along this corridor and also large areas of undevelopable land. The 
opportunities for redevelopment potential along this corridor are also limited to Cockburn 
Coast district and to a lesser extent Cockburn Central station and Gateways Shopping 
Centre. This recommendation aligns with the Stage 2 draft 2031 plan, for BRT along the 
corridor. 

The high level costs and indicative benefits assessment indicated that this corridor ranked 
within the bottom tier (i.e. bottom three ranking corridors) in terms of the costs versus 
benefits for BRT and LRT.  

Broader network opportunities also exist through the development of this corridor as BRT, 
through onward connections to Fremantle through Cockburn Coast and to the east 
connecting to Armadale Station from Cockburn Central as identified in the draft 2031 plan. 

Other considerations that need to be taken into account along this corridor include the need 
to further investigate the potential for the alignment to extend from Cockburn Central via 
North Lake Road and the dis-used rail corridor, through the Bibra Lake Industrial Estate to 
the Spearwood Activity Centre. This is an alternative alignment to the modelled alignment 
used for the patronage forecasting assessment along Beeliar Drive and Rockingham Road. 
It is recommended that further investigation be undertaken into selecting the preferred 
alignment for this corridor, by considering master planning for the industrial precincts to 
sustain a rapid transit corridor. This needs to be balanced against the larger population 
catchment living along the Beeliar Drive/Rockingham Road alignment. 
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LRT was not recommended on this corridor due to the lower forecast patronage and 
employment densities, when compared to the other corridors. There are also sections of 
Beeliar Drive where the road grade exceeds 6%, which is not desirable for LRT running and 
therefore may result in higher construction costs and operational constraints. 

Corridor 4 – Murdoch to Canning Bridge  

This corridor has been recommended as BRT in the 2031 scenario. This recommendation 
has been based upon importance recognised in linking the Booragoon bus interchange with 
the Murdoch and Canning Bridge rail stations.  

It should be noted that the following short sections of this corridor have been recommended 
for BRT at 2020, which is supported as it provides an incremental approach to future BRT, 
along the entire length of the corridor: 

 Canning Highway – between Canning Bridge Station and Reynolds Road 

 The approach to Murdoch Station, from the western side of the Mandurah rail line. 

The high level costs and indicative benefits assessment indicated that this corridor ranked 
within the bottom tier (i.e. bottom three ranking corridors) in terms of the costs versus 
benefits for BRT and LRT.  

This recommendation aligns with the Stage 2 draft 2031 plan, for BRT along the corridor, 
with the exception of the section south of Booragoon to just west of Murdoch. It is therefore 
recommended that further investigation be undertaken into the opportunity to provide BRT 
along the entire length of this corridor by 2031. The importance of Booragoon as a major bus 
interchange in the Southwest Metro has been recognised by the recommendation for BRT 
on this corridor. 

Broader network opportunities also exist through the development of this corridor as BRT, 
through onward connections to Curtin University from Canning Bridge and Southlands and 
Canning Vale from Murdoch as identified in the draft 2031 plan. 

Other considerations that need to be taken into account along this corridor are the Canning 
Bridge Station re-development as discussed in Corridor 1 and the new link road which is 
currently under construction through the new Fiona Stanley Hospital, as discussed in 
Corridor 2.  

LRT was not recommended on this corridor due to the low employment accessibility benefits 
(excepting the Murdoch Activity Centre) that could be achieved through this mode. 
Integration with the Booragoon bus interchange is also a consideration, which supports the 
recommendation of BRT. There are also sections of Riseley Street where the road grade 
exceeds 6%, which is not desirable for LRT running and therefore may results in higher 
construction costs and operational constraints.  

Corridor 5 – Cockburn Coast to Murdoch  

This corridor has been recommended as BRT in the 2031 scenario. This recommendation 
has been based upon the need for a north-south corridor that links the Spearwood activity 
centre to Kardinya Park Shopping centre, with wider connections to Cockburn Coast and 
Murdoch activity centre.  
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The high level costs and indicative benefits assessment indicated that this corridor ranked 
within the bottom tier (i.e. bottom three ranking corridors) in terms of the costs versus 
benefits for BRT and LRT.  

This recommendation does not align with the draft 2031 plan, as there was no north-south 
rapid transit link recommended within the central Southwest Metro area. It was identified that 
this north-south link would complete the Southwest Metro rapid transit network by improving 
accessibility for the residents/employees in the south western areas of the study area, by 
directly linking Cockburn Coast with Murdoch, via Spearwood and Kardinya Park Shopping 
Centre. 

Broader network opportunities also exist through the development of this corridor as BRT, 
through onward connections to Southlands and Canning Vale from Murdoch as identified in 
the draft 2031 plan. 

Another consideration that needs to be taken into account along this corridor is the need for 
further investigation into the preferred alignment from Cockburn Central to Cockburn Coast, 
via Spearwood. The conclusion of this alignment study may have an impact upon the 
preferred alignment between Spearwood and Kardinya Park Shopping Centre, as there may 
be an opportunity for consolidation of alignments through the central industrial area at Bibra 
Lake. 

LRT was not recommended on this corridor due to the lower forecast patronage and 
employment densities, when compared to the other corridors. 

Corridor 6 – Cockburn Coast to Fremantle  

This corridor has been recommended for BRT with incremental change to LRT in 2031, 
based upon the patronage forecast along this corridor and the level of existing and forecast 
employment, particularly within the Cockburn Coast district centre. This recommendation is 
based upon the higher level of patronage density forecast along this corridor, which can be 
primarily attributed to the population density of the proposed Cockburn Coast district, 
combined with the relatively short length of corridor. In addition to the Cockburn Coast 
district there are other re-development opportunities, such as the Douro Road shopping 
precinct and the Fremantle CBD Westgate precinct. The recommendation for LRT on this 
corridor provides the opportunity to catalyse development within the corridor and result in 
value uplift around proposed stations.   

This recommendation is further supported by the level of employment available along a 
continuous length of the corridor, providing accessibility advantages to passengers. An 
employment density (jobs/km) figure of 4,301 was calculated for this corridor, which was the 
highest of all six corridors recommended. 

The high level costs and indicative benefits assessment indicated that this corridor ranked 
within the top tier (i.e. top three ranking corridors) in terms of the costs versus benefits for 
BRT and LRT. 

This recommendation aligns with the draft 2031 plan recommendation for BRT on this 
corridor by 2020, however conflicts with the recommendation for LRT by 2031, which was 
recommended as BRT in the draft 2031 plan for the stage 2 scenario. It should be noted 
however that the draft 2031 plan does mention that a case for light rail may be made in the 
longer term on this corridor. 
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A BRT alignment study is currently being undertaken to investigate the preferred alignment 
for a BRT between Cockburn Coast and Fremantle, which will also investigate the potential 
to be incrementally staged to LRT in the future.  

Broader network opportunities also exist through the development of this corridor as BRT 
and LRT, through onward connections via the Fremantle rail line and to the south to 
Rockingham and Cockburn Central. 

General Recommendations 

This report represents a submission to the draft 2031 public transport plan for Perth and 
provides an alternative view to the provision of rapid transit within the Southwest Metro area. 
One of the objectives of the Southwest Metro Rapid Transit Network study was to inform the 
draft 2031 plan and therefore the DOT are encouraged to review and consider the 
recommendations outlined in this report.  

The recommended rapid transit network for the southwest metro area has been developed to 
provide a network of rapid transit corridors to guide further detailed investigations to be 
undertaken along each corridor. It is recognised that more detailed alignment investigations 
and economics studies are required within each of the recommended rapid transit corridors 
to determine the potential viability for rapid transit in the future to increase the public 
transport mode share and to catalyse development around proposed stations.  

One of these detailed investigations is currently underway for the Fremantle to Cockburn 
Coast corridor, which will identify alignment options along this corridor and recommended 
and design the preferred alignment. This study will also include a more detailed patronage 
forecasting analysis, using the STEM as well as CAPEX and OPEX cost estimates.  

It is recommended that additional alignment studies be undertaken for the other 
recommended rapid transit corridors within the Southwest Metro area, in order to further 
investigate the preferred alignments, running ways and modes to operate these corridors as 
rapid transit.  

In undertaking these more detailed investigations, it is also recommended that the DOT 
provide an improved level of direction in relation to the warrants outlined in the draft 2031 
plan for the implementation of rapid transit (BRT/LRT). As part of these warrants it is also 
recommended that considerations also be given to other factors in addition to patronage that 
can further justify investment in rapid transit, including: 

 Improvements to accessibility 

 The influence of rapid transit in catalysing development around stations 

 Cost and benefits analysis. 
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Appendix A 

Data 
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Demographic data 

Table A.1 presents a summary of municipality demographic data for the cities of Fremantle, 
Melville and Cockburn to provide an understanding and comparison of key population and 
household data that may influence public transport use within the study area. 

Table: A.1 Municipality demographic data summary 2006 ABS) 

  Data Fremantle Melville Cockburn 
Population 

 
2006 Population 25,467 92,398 73,887 
Est. current population 28,626 (30/6/2010) 99,611 (2011) 91,451 (2011) 
Forecast 2031 
population 

35,000 109,194 127,888 

% Growth 37% 18% 73% 
Fastest growth area - Murdoch 4.38% avg 

annual %change 
Aubin Grove 
6.71% avg 
annual %change 

Average household size 2.29 2.55 2.65 
Age structure (2006) 
<18 y.o. 17.6% 22.7% 26.1% 
>60 y.o. 21.4% 20.4% 14.0% 
Household Income (2006) 
 
Low income (<$500 p/w) 23.7% 15.7% 16.8% 
High income (>$1700 
p/w) 

22.9% 30.6% 23.6% 

Employment (2006) 
Employed Full time 57% 57.9% 61.3% 
Employed Part time 35.8% 36.8% 32.4% 
% unemployed (2006) 4.6% 3.1% 3.4% 
Travel to work (2006) 
Train 6.7% 0.8%* 0.9%* 
Bus 3.9% 7.7% 5.4% 
Car as driver 54.8% 64.3% 66.9% 
Car as passenger 4.8% 5.1% 6.3% 
Household car ownership (2006) 
No vehicles 12.9% 5.9% 5.9% 
1 car 38.6% 33% 29.2% 
2 cars 29% 37.9% 39.4% 
3 cars or more 9.2% 17.2% 18.1% 
Housing (2006) 
Separate house 57% 75% 81.7% 
Medium density (1-2 
storey) 

23.3% 16.8% 8.8% 

High density (3 storey or 
greater 

7.4% 0.9% 1.6% 

*Mandurah line not opened until late 2007 
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Data source:  
City of Cockburn:  http://profile.id.com.au/Default.aspx?id=350&pg=11&gid=250&type=enum 

(Community Profile) 

City of Melville:  http://profile.id.com.au/templates/profile/Clients/253Melv/PDF/10.pdf     
(Community Profile) 

City of Fremantle:  http://profile.id.com.au/templates/profile/Clients/372Frem/PDF/10.pdf 
(Community Profile) 

Summary of 2006 Demographic data 

The following key points have been summarised from the 2006 demographic data and 
grouped into each of the three municipalities: 

 Cockburn has the highest forecast growth (73%), compared to Melville (18%) being the 
lowest. 

 Cockburn has the highest percentage of young people (26.1% <18 y.o.), young people 
can be regular public transport users for school and also being unable to drive. 
Fremantle has the lowest (17.6% < 18 y.o.). 

 Conversely Fremantle has the highest proportion of elderly (21.4% >60 y.o.), with 
Cockburn recording the lowest with 14%. There is also a relationship between elderly 
and public transport use, as a result of being unable to drive or no car ownership. 

 Fremantle has the highest proportion of low income households (23.7% <$500 p/w), 
with Melville the lowest (15.7%). There is also a relationship between low income and 
public transport use. 

 Melville has the highest proportion of high income households (30.6% > $3000 p/w). 

 Fremantle has the highest unemployment rate (4.6%). 

 The travel to work data is not representative of current trends, given that the Mandurah 
rail line was not opened when the 2006 ABS data was collected. This explains the low 
travel to work by train for Melville and Cockburn. 

 The travel to work by bus is also high for Melville, with some of these passengers most 
likely switching to train once the rail line was opened. 

 Cockburn had the highest travel to work via car and as passenger (66.9% and 6.3% 
respectively), which may be attributed to the lack of other alternatives prior to the rail 
line opening. Melville travel to work by car was also relatively high in comparison to 
Fremantle. 

 Fremantle had the highest proportion of no vehicle households (12.9%), which may 
equate to a greater public transport mode share. Cockburn and Melville no vehicle 
households were less than half of Fremantle’s. 

 Cockburn and Melville had very high proportions of 2 and 3 car households in 
comparison to Fremantle. 

 Cockburn had the highest proportion of separate housing (81.7%), compared to 57% for 
Fremantle, which was the lowest. 

 Fremantle had the highest proportion of medium and high density housing (23.3% and 
7.4% respectively). 
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 Melville and Cockburn had very low proportions of high density (0.9% and 1.6%) 
respectively. There is an established relationship between the density of housing and 
public transport use. 

Journey to work data has also been sourced for the southwest metro study, in order to 
investigate travel to work patterns within the southwest metro study area. Figure A.1 
provides a summary of the travel to work patterns between and outside of each of the three 
municipalities that are within the study area. 

 

  Figure A.1:  Journey to work data 
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Data Source:  

 

City of Fremantle: http://profile.id.com.au/Default.aspx?id=372&pg=250&gid=10&type=enum 

 

City of Melville: http://profile.id.com.au/Default.aspx?id=253&pg=310&gid=10&type=enum 

 

City of Cockburn: http://profile.id.com.au/Default.aspx?id=350&pg=250&gid=250&type=enum 

 

 
Journey to work data was sourced from the profile.id website for the cities of Fremantle, 
Cockburn and Melville in order to understand the travel patterns of workers within each of 
the three municipalities. The data is based on 2006 ABS data. The following key points have 
been summarised from the journey to work data: 
  

 15.8% of Fremantle workers live and work in Fremantle; this is significantly lower than 
the percentages in Melville and Cockburn.  

 The highest proportion of Fremantle workers are travelling from Cockburn (19.8%) and 
Melville (17.5%). 

 40.3% of Melville workers live and work in Melville. 3.6% of the workers in Melville travel 
from Fremantle and 13% from Cockburn. 

 40.1% of Cockburn workers live and work in Cockburn. 6.6% of the workers in 
Cockburn travel from Fremantle and 4.6% from Melville. 

 Fremantle had a total of 23,838 workers.  

 Melville had a total of 28,597 workers (Note: the growth in workers in Melville is 
expected to increase significantly once the new Fiona Stanley Hospital is opened). 

 Cockburn had a total of 21,757 workers. 

 Only 12.5% of residents in Fremantle were travelling to Perth for work, with 16.5% of 
Melville residents were travelling to work in Perth. 

This data shows that there is a significant amount of work travel occurring within and 
between the three Cities of Fremantle, Melville and Cockburn and also highlights the 
importance of this travel in addition to travel to Perth. 

Public transport and traffic data 

A range of public transport patronage and station data was sourced from the Department of 
Transport, with a particular focus on the study area. The data has been presented in the 
following sections: 

 Rail line and station boardings 

 Rail station park and ride origin/destination data 

 Rail station park and ride occupancy data 

 Bus and rail patronage 

 Traffic volumes. 
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Rail line and station boardings 

The Department of Transport (DOT) has provided rail station boardings data for the five rail 
stations within the southwest metro study area. This data is presented in Table A.2 and 
provides an indication of the average weekday boardings, separated into Smart rider tag-ons 
and total boardings for the period between 19-23 October 2009. Total boardings were also 
sourced from March 2011, with the percentage change from 2009 to 2011 also calculated. It 
should be noted that the figures include boardings only and not alightings.   

Table A.2:  Rail station boardings within study area 

Station Smart Rider 
tag-ons 
(Oct 2009) 

Total 
boardings  
(Oct 2009) 

Total 
boardings  
(Mar 2011) 

% Change 
(Oct 2009 to 
Mar 2011) 

Fremantle 2,711 4,323 5,287 22% 
Canning Bridge 2,221 2,638 4,054 54% 
Bull Creek 3,554 4,373 5,023 15% 
Murdoch 5,438 6,723 8,383 25% 
Cockburn 
Central 

2,591 3,488 4,870 40% 

 
Source: Department of Transport 

The DOT has also provided boardings data for all five metropolitan rail lines within Perth, 
which were collected at the same time as the rail stations boardings data (i.e. 19-23 October 
2009). The rail line boardings data is presented in Table A.3.  

Table A.3:  Perth Rail line boardings 

Line Total boardings (Oct 2009) 
Fremantle 26,030 
Mandurah 50,323 
Joondalup 61,081 
Midland 21,367 
Armadale 30,967 

 
Source: Department of Transport 

Rail Station Park and Ride Catchment Data 

The Department of Transport has provided origin/destination data for vehicles travelling to 
the Cockburn Central, Murdoch and Bull Creek rail stations. This data has been mapped 
visually to provide an indication as to the main areas where train passengers are travelling 
from in order to access the Mandurah rail line.  
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Figure A.2 shows the catchment study results for Cockburn Central station for the period of 
May 2007. The majority of travel demand to Cockburn Central was generated from the 
suburbs of: Success, Yangeup and Attwell, with some demand also generated from South 
Lake, Coogee and Hammond Park.  

 
 
Figure A.2:  Cockburn Central catchment study – May 2007 
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Figure A.3 shows the catchment study results for Murdoch station for the period of October 
2008. The travel demand to Murdoch was more dispersed than Cockburn central, with the 
majority generated from the suburbs of: Samson, O’Connor, South Lake/Bibra Lake and 
Leeming, with some demand also generated from Coogee and Winthrop.  

 
 

Figure A.3:  Murdoch catchment study – October 2008 
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Figure A.4 shows the catchment study results for Bull Creek station for the period of April 
2008. The majority of travel demand to Bull Creek station was generated from the eastern 
side of the Mandurah rail in the suburbs of: Bull Creek, Willetton, Rossmoyne, Shelley and 
Leeming. There was also demand from the western side of the Mandurah rail line in the 
vicinity of the Leach Highway. 

 

 
 

Figure A.4:  Bull Creek catchment study – April 2008 
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Public Transport Accessibility 

Scheurer and Curtis completed a study in 2008, which focused on the assessment of the 
change in public transport accessibility within Metropolitan Perth, after the opening of the 
Mandurah rail line. Figure A.5 and Figure A.6 show the change in public transport 
accessibility before and after the opening of the rail line. 

 

Figure A.5:  2007 Public Transport Accessibility 
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Figure A.6:  2008 Public Transport Accessibility 
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Source: 

(RM) Scheurer J, Curtis C (2008) Spatial Network Analysis of Multimodal Transport 
Systems: Developing a Strategic Planning Tool to Assess the Congruence of Movement and 
Urban Structure. Research Monograph, Curtin University Sustainability Policy Institute 
(CUSP) and Australian Centre for Governance and Management of Urban Transport 
(GAMUT), Perth (WA)/Melbourne (VIC), June 2008, available online at 
www.abp.unimelb.edu.au/gamut/pdf/perth-snamuts-report.pdf 

Park and Ride occupancy 

Table A.4 provides a summary of the number of the estimated occupancy at each of the park 
and ride facilities at the rail stations located within the southwest metro study area. 

Table A.4:  Park and Ride occupancy 

Station 
 

Average occupancy 

Bull Creek At capacity 
Murdoch At capacity 
Cockburn Central At capacity 
Fremantle At capacity 
Canning Bridge No park and ride facility 

 
Source: Site visit undertaken on 12 July 2011 

Bus patronage 

Bus patronage was provided by DOT for all of the bus routes operating within the southwest 
metro network study area. This data provides an indication as to the existing level of 
patronage along key corridors within the study area. The data has been compared to the 
daily number of services operated on each of the routes in order to understand the efficiency 
of each routes in terms of passengers per trip. 

Table A.5 provides a summary of the bus patronage data for all routes within the study area. 

Table A.5:  Bus Patronage Summary 

Route 
No 

From To via Patronage No. trips 
(p/d) 

Avg 
patronage 
per trip 

825* 
 

Rockingham  Fremantle Cockburn Coast 827 62 13.3 

920* 
 

Rockingham  Fremantle Kwinana 3439 122 28.2 

522 Cockburn 
Central 

Fremantle Spearwood, 
Munster 

65 15 4.3 

532 Cockburn 
Central 

Fremantle Beeliar Drive 767 62 12.4 

530 Cockburn 
Central 

Fremantle Osprey Drive 1489 65 22.9 
 

531 Cockburn 
Central 

Fremantle Doolette St 687 46 14.9 

533 Cockburn 
Central 

Fremantle Carmel Way 111 4 27.8 

520 Cockburn 
Central 

Fremantle North Lake Rd 1346 83 16.2 
 

514 Cockburn Murdoch Murdoch drive 665 53 12.5 
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Route 
No 

From To via Patronage No. trips 
(p/d) 

Avg 
patronage 
per trip 

Central Station 

511 Murdoch 
Station 

Fremantle Sommerville 
Bvd 

927 64 14.5 

513 Murdoch 
Station 

Fremantle Ralston St 1065 62 17.2 

940* Hamilton Hill 
Hall 

Wellington 
St Bus 
Station 

Booragoon/Can
ning Bridge 

2695 116 23.2 

503 Murdoch 
Station 

Bull Creek 
Station 

Gilbertson Rd 267 38 7.0 

504 Murdoch 
Station 

Bull Creek 
Station 

Jackson Ave 273 42 6.5 

505 Murdoch 
Station 

Bull Creek 
Station 

Dean 
Rd/Murdoch Drv 

194 37 5.2 

500 
 

Booragoon Bull Creek Canning Avenue 184 38 4.8 

510 Murdoch  Booragoon Murdoch 
Drv/Riseley St 

367 66 5.6 

501 Fremantle Bull Creek 
Station 

Marmion St 2399 113 21.2 

502 Fremantle Bull Creek 
Station 

Leach Hwy 1418 81 6.2 

98* Circle Route clockwise Murdoch & 
Fremantle 

- 93 - 

99* Circle Route Anti-
clockwise 

Fremantle & 
Murdoch 

- 88 - 

140 
 

Fremantle Booragoon South St 50 6 8.3 

160* 
 

Fremantle  Perth Booragoon 1417 53 26.7 

148* 
 

Fremantle Como Canning Bridge 66 7 9.4 

158* 
 

Fremantle Perth Canning Bridge 724 36 20.1 

106* Fremantle Perth Canning Bridge, 
South Perth 

4433 126 35.2 

111* Fremantle Perth Canning Bridge, 
Kwinana Fwy 

987 31 31.8 

881* Munster Perth Booragoon, 
Canning Bridge 

1837 72 25.5 

 
Source: Department of Transport 

*Denotes that the route does not both originate and terminate within the study area 
(i.e. patronage data does reflect actual demand within the southwest metro study area, as 
some of the patronage is likely to be attributed to areas such as Rockingham, Kwinana, 
South Perth and Como). 

Patronage data was not provided for routes 98 and 99, due to the length of the route that 
they cover and the difficulty associated in determining what proportion of the patronage can 
be attributed to the southwest metro network study area. A more detailed analysis of the 
patronage that these routes generate within the study area will be undertaken in the next 
stages of the assessment. 

Figure A.7 provides a summary of the rail station boardings at each of the five stations within 
the southwest metro study area, rail line boardings on the Fremantle and Mandurah rail lines 
and indicative bus boardings on key corridors. 
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Figure A.7:  Public Transport Patronage by corridor 

 

The existing patronage figures presented in Figure A.7 contain the following limitations: 

 The 4,300 boardings on the Cockburn Coast corridor includes patronage from 
Rockingham and Kwinana 
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 The 6,200 boardings on the Fremantle to Canning Bridge corridor includes patronage 
from South Perth and Como, as the data could not be separated into boardings within 
the study area 

 The 3,450 boardings on the Fremantle to Murdoch corridor are under-represented as 
they do not include patronage generated from bus routes 98 and 99 (circle routes) 

Table A.6 provides an indication as to the five most efficient bus routes operating within the 
study area in terms of passengers per trip. 

Table A.6:   Five most efficient bus routes 

Route No. Route name Avg passengers per 
trip 

106 Fremantle – Perth (via Canning Bridge & 
South Perth) 

35.2 

111 Fremantle – Perth (via Canning Bridge & 
Kwinana Freeway) 

31.8 

920 Rockingham – Fremantle (via Kwinana) 28.2 
533 Cockburn Central – Fremantle (via Beeliar 

Drive and Rockingham Rd) 
27.8 

160 Fremantle – Perth (via Booragoon and 
Canning Bridge and Kwinana Fwy) 

26.7 

 
Table A.7 provides an indication as to the five least efficient bus routes operating within the 
study area in terms of passengers per trip. 

Table A.7:  Five least efficient bus routes 

Route No. Route name Avg passengers per 
trip 

522 Cockburn Central – Fremantle (via 
Spearwood and Munster) 

4.3 

500 Booragoon – Bull Creek (via Canning Ave) 4.8 
510 Murdoch – Booragoon (Murdoch Drv and 

Riseley St) 
5.6 

502 Fremantle – Bull Creek (Leach Highway) 6.2 
504 Murdoch Station – Bull Creek Station (via 

Jackson Ave) 
6.5 
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Traffic volume data 

Figure A.8 provides a visual representation for the level of traffic volumes on key road 
corridors within the southwest metro study area. This data was sourced from Main Roads 
Western Australia (MRWA) for the period between 2004 and 2010. 

 

Figure A.8:  Traffic volumes within study area 
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